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APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK
O,WINDIAN,ALLOTTSBORTRIBENAMB

18. TYPE OF WORK

DRILL DEEPENO PLUGBACK O · """ *"""""' "'""

b. TTrzor wmLL
Blanding Unit

'

°wir. Œ °^."LI.
OTHER

NNG MUNLTŒLB O • - - - -

2· =*== '6"=^=•= Tenneco Blanding Unit

Tenneco Oil Company
* """" "°

8. ADDRESS OF OPERATOR

P.0. Box 3249, Englewood, CO 80155
so....I.D AND 700 OR WII.DCAT

4. LOCATION OF WELL (Rep0rt IOcation Clearly and 18 ACCOrdBBee With RBy State TSQBirements.*) Wild cat
At suriace 11. --c., T., m., x., om mz.x.

810' FSL, 695' FEL
ma .cant .a -a

At proposed prod. sone

Same as above
Sec. 8, T36S, R22E

14. DISTANCE IN MILES AND DIRECTION PROM NEAREST TOWN OB PORT OFFICB* 12. COUNTY OR PARISB 18. BTATE

Approximately 2 miles NWof Blanding, Utah San Juan Utah

10. DISTANCE TROM PROPOSED* 16. NO. OF ACBER IN LEAsa 17. No. or acans Asalonso

LOCATION TO NEAREST
TO THIS WELL

PROPERTY OB LEASE LINE, FT 695' 1904.8 80 ./
(Also to nearest drlg. unit line, if any I , y

18. DISTANCE FROhi PROPOSED LOCATION* 19. PROPOSED DE 20. sorART OR CABLE TOOLB

TO NEAREST WELL, DRILLING, COntPLETED,

OR APPLIED FOR, ON TES LEASE. rr. 6371 Rotary
21. ELEVATrows (Show whether DF, RT, GR, etc.)

22. APPROE. DATE WOBE WILL START*

6517' GR
I 12/1/83

23. PROPOSED CASING AND CEMENTING PROGRAM

BIEE OF HOLE SIZE OF CASING WEIGHT PER POOT BETTING DEPTH QUANTITY Or CEMENT

17-1/2" 13-3/8" 54,5# 1 ??5 Circulate to surface
11" 8-5/8" 24# Ì 7400 x / Circulate to surface
8-3/4" 5-1/2" 17# + 6371' Circulate to cover all possible

productive zones

The gas is dedicated.
See attached.
Tenneco respectfully requests this well to be placed on a confidential status.
An agreement has been reached with the surface owners regarding restoration. They

request restoration to be done a; rggrp tth BLMstandar Istion
that only crested whea e

CONFllENR
DiV OF

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAx: f.pro y back, give data on present productive some and proposed new productive

zone. If proposal is to drill or deepen diree i glly subsurface locations and measured and true vertical depths. Give blowont

BeinGNDyrO

J / / ,,,, ŸTOduction Analyst ,,,. 11/21/83

(This space for Federal or State ofEce use)
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DATE

CONDITIONS OF APPROVAL, IF ANY



cGMPANY TENNECO OIL C PANY

LEASE
BLANDING% i A34 weet no. 8-¾

ser 6 , 7 * , m ??E .

SAN JUAN COUNTY,UTAH

. .

LOCATION Û Û II
'

ŸŸII

- stevAvson 6917 ungraded grouna

|
I
I

I Sec.
I

8

N

I

BCALE-4 INCHES EQUALS 1 MILE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELO NOTE OF ACTUAL SURVEYS,tòA E BY ME UNDER MY SUPER.

VISION AND THAT THE SAME ARE TRUE AND CORRECT YO TNE

SEST OF MY MNOWLEDGE AND BEØEY. . 4 . '. ( ,

SEALs
• ed Land Su yer.-•

950 ,

SURVEYED ...............
......

................, 19..

•

FARMINGTON, N.



T I A (optional)
R PIPE RAMS a.-- -----. .

Optional PIPE RAMS Î
i • Arrangement Rd
i R BLINDRAMS BLINO RAMS
I I
a------...J

2 3"5
Check 6ote or Gote or

Kill line from snudpump volve bof¡ ball volve
volve

..I

--••• ne between ws// end
o'r ---" she manifo/# to be weiget

and flanged connections.

I
/ Adjustoble Choke .2 To ottive mud pits.

2 6ete or boll volve
2 Gote or ball volve

To flere pit

From we
2 ' 6efs or ball volve

To flore pit.

Adjustoble Choke CHOKE MANIFOLD

Ai! equipment to be 5,000 psi working pressure except es noted.
Ad Double rom type preventer with two seis of roms.
A Single rom type preventer with one set of roms.
8 Drilling spool with side outlet connections for chokeand kill iines.
A Annuler type blowout preventer· (OptiCOB1)

ARRANGEMENT B

TENNECO OIL COMPANY
ROCKY MOUNTAIN DIVISION

REQUIRED MINIMUM
BLOWOUT PREVENTER AND

CHOKE MANIFOLD ,

J. MAGILL 10-26-78



Doc. 1536H
TEMNECO OIL COMPANY .

UBSTERN ROCKY MDUNTAIN DIVISION
6062 SOUTH MILLOW DRIVE

EMGLENDOD,COLORADO 80155

DRILLING PROCEDURE

DATE: November 10, 1983

LEASE: Tenneco Blanding On{t VELL NO. : 8-16

LOCATION: 810' FSL 695' FEL FIELD: Wildcat
Sec. 8, T36S, R22B
San Juan County, Utah

ELEVATION 6.517' G.L.
6530 ' K.B.

TOTAL DEPTH: 6371'

PRWECTED HORIZON: Akah

SUBMITTED BY: Tom Dunning DATE 11/10/83

RPPROVED BY: /2). / ../ DATE '/ / 6 ~ Ñ , A

CC: Administration
CRJ Uell File

4 Field



BSTINATED PORMATION TOPS

Dakota Sand SURFACB

Morrison Shale 88'

Entrada Sand 1037' (Nater)

Navajo Sand 1297' (Water)

Kayenta Shale 1837' (water)

Mingate Sand 2012' (Nater)

Chinle Shale 2357'

Shinarump Sand 2887 '

Organ Rock Shale 3427'

Cedar Mesa Sand 3837'

Hermosa Lime 5067'

Ismay 6003' (Oil and Gas)

Lower Ismay 6148'

Desert Creek 6246' (Oil and Gas)

Akah 6351'

T.D. 6371'

No abnormal pressures, te-peratures or presence of H2S is
anticipated on this hole.

4



DRILLING, CASING AND CEMENTPROGRAN

1. MIRURT.

2. Bet 225' of 13-3/8" casing to be used as surface string. Cement
with suf ficient volume to circulate cement to the surface.

3. . Hipple up 12" casing flange, hydrill, and choke manifold. Pressure
test hydrill, manifold, etc to 1000 psi Eor 15 minutes.

4. Drill 11" hole to 2400' or 50' into the Chinle shale Formation.

5. tag well as per Exploration Department recomendations.

6. Hun 8-5/8" 248, K-55, ST&C casing to T.D. Cement with sufficient
volume to circulate cement to surface.

7. MOC. Nipple up 10" Casing head, BOP's and choke manifold. Pressure
test BoP's, manifold, etc to 3000 psi for 15 minutes. Drill out
float collar and shoe.

8. Drill 8-3/4" hole to T.D. Core and DST as shows warrant.

9. Log well as per Exploration Department recomendations.

10. If well is productive, run 5-1/2" 17#, K-55. ST&C casing to T.D.

Cement with sufficient volume to cover all possible productive zones.

11. If the well is non-productive, P & A as per Regulatory Agency
specifications.

CASING PROGRAN

SURFACE: 0-225' 225' 13 3/8", 54.59, K-55, ST&c

INTERMEDIATE: 0-2400' 2400' 8 5/8", 240, K-55, ST&C

PROÐUCTION: 0-6371' 6371' 5 1/2", 179, K-55,



WUD PROGRAN

0-225' Spud and.

225 '-2400 ' Presh water . Mud sweeps as needed to clean hole.

.
2400'-5800' Fresh water. Mud sweeps as needed to clean hole.

5800'-6371' LSND

EVALUATION

Cores and DST's: One 60° core in the Ismay.

One DST in the Ismay: possibly others in either Lower Ismay
or Desert Creek as shows warrant.

Deviation Surveys

0-225' Every 100' unless hole conditions prohibit running the
surveys. Maximum deviation at T.D. = 1 .

225'-2400' Every 500' or on trips. Maximum deviation 1 per
100' or 3 at T.D

2400'-6371' Every 500' or on trips. Maximum deviation 1 per
100' or 60 at T.D.

Samples:

One full bag every thirty feet from surface to 4500'.
One Eull bag every ten feet from 4500' to T.D.

Id!SILL

Intermediate Mole: GR-BH CAL: DIL-GR-CAL

Production Hole: GR-BHC-CAL:DLL-MSFL-GR-CAL: CML-LUT-GR-CAL

(5000'-T.D.): HDT (5500'-T.D.)

BLOWOUTEQUIPMENT

1. Double ram hydraulic with pipe and blind rams operated by an
accu-ulator.

2. Preventors must be checked for operation every 24 hours. This check
must be recorded on the IADC Drilling Report



REPORTS

Drilling Reports for the past 24 hours will include depth, footage,° time
distribution, activity breakdown, mud properties, bit record, bottom hole

assembly, daily and cumulative mud cost, deviation surveys, and other
pertinent information to be called into Division Office by 7:30 AN Wonday

thru Friday.

' TENNECO OIL COMPANY
P.O. Box 3249

ENGLEMOOD, COLORADO 80155
PHONE: 303-740-4800

OFFICE DIRECTORY

Charles R. Jenkins 740-2575

Ted McAdan 740-2576

Tom Dunning 740-4813

In case of emergency or after hours call the following in the preferred

order.

(1) Tom Dunning
740-4813 Office

Project Drilling Engineer 797-2154 Noœe

(2) Ted McAdan
740-2576 Office

Drilling Engineering Supervisor 978-0724 Home

(3) Charles R. Jenkins
740-2575 Office

Division Drilling Engineer 987-2290 Home

(4) Harry HuEft
771-5257 Home

Division Production Manager



Multi Point Surface Use Plan for: Tenneco Blanding Unit 8-16

I. EXISTINGROADS

A. Proposed Well Site Location: See Exhibits 1, 2, & 3

8. Planned Access Route: There will be + 750 feet of new access road.
See exhibit #2, total disturbed

width¯will
be 20'. No surfacing

material will be used. All grades are less than 8%. The road will
, be upgraded to Class III standards after completion.

C. Access Road Labelled: See Exhibit 2

D. The existing roads are shown on Exhibit 2.
San Juan County road department (801-587-2231 Ext. 43) will be
contacted before county roads are used.

E. Existing Road Maintenance or Improvement: Existing dirt road will be
maintained to surface management agency standards Class III i.e.;
crowned and ditched or dipped from existing road to the location
prior to use for moving the drill rig on site.

II. PLANNEDACCESSROUTE

A. Route Location: See I B above and Exhibit 2.
The proposed new access route was selected to provide the shortest
distance to the well site with safe and acceptable grades from the
main connector road. Temporary access per surface management agency
requirements will be built initially. If the well is a producer, the
temporary road will be improved as follows;

1. Width: The average dirt width will be 30 feet. The average
traveled surface width will be 20 feet. Road construction will
be in accordance with the surface management agency BLM
standards.

2. MaximumGrades: Grades will be kept to a minimumusing all
available engineering techniques. We will construct safe and
passable grades that use existing topographic and surface
geologic conditions. Maximumgrade of new access will be less
than 8%.

3. Turnouts: Not required



4. Ditching, crowning and drainage design: Prior to construction
of the new access road, the surface vegetation and topsoil will
be windrowed to each side of the alignment outside construction
limits. The subgrade surface will be minimum elevation of one
foot above ditch grade. The road surface will be center crowned
and the inslopes will have a maximumslope of 3:1. Fill slopes
añ11 be a maximumof 2:1. Water bars and/or water dips will be
placed per BLMrequirements. Tenneco will contact the San Juan
Resource Area Manager at least 48 hours prior to commencing

. construction of access road and well pad.

5. Construction activity will cease when soils of road and well pad
surface become saturated to a depth of 3 (three) inches or more
unless otherwise approved by San Juan Resource Area Manager.

During the summerand periods of dry weather, dust will be
abated using water or other Resource Manager approved method.

6. Culvert Use, major cuts and fills: There is a possibility of
installing a culvert under the road by the location, if deemed

necessary for drainage.

Maximumcut: Cuts will be to a minimum.

Maximum fill: Fill will be to a minimum.

7. Surfacing Material: The proposed new access road will be
constructed using native materials.

8. Gates, Cattleguards, Fence Cuts:

Gates: One gate exists south of the proposed location, which
separates federal surface from fee surface. This gate will be
widened as necessary for rig movementas per BLMspecifications.

Cattleguards: Landowner does not require any installations of
cattleguards.

Fence cuts: None

9. New portion of access road will be center staked. Access road will
be built along line flagged for pre-drill inspection.

III. LOCATIONOF EXISTINGWELLS

The proposed well is a wildcat well, nearby wells include:

A. Water Wells: N/A
B. Abandoned Wells: N/A
C. Temporarily Abandoned Wells: N/A
D. Disposal Wells: N/A



E. Producing Wells: N/A
F. Shut-in: N/A
G. Injection Wells: N/A
H. Monitoring or Observation Wells: N/A

IV. LOCATIONOF EXISTINGAND/0R PROPOSEDFACILITIES ANDCONSTRUCTIONMETHODS

A. Existing facilities owned or controlled by Lessee/0perator within one
mile:

1. Tank batteries: N/A
2. Production facilities: N/A
3. Oil gathering lines: N/A
4. Gas gathering lines: N/A
5. Injection lines: N/A
6. Disposal lines: N/A

B. New facilities in the event of production:

1. New facilities may consist of a well head, storage tank,
production unit, meter house, all of which would remain within
the disturbed area.

2. All permanent facilities will be painted brown to blend in with
surrounding environment.

C. Construction Methods

1. Refer to Exhibit 3 for pad topography and cross sections.

2. The location and proposed access road will be cleared prior to
any construction. All dead trees from chaining activities will
be disposed of by Tenneco. Stumps will be buried in areas
designated by surface management agency or burned in reserve pit
prior to placement of drilling facilities. If any burning is
done, Tenneco will obtain a state burning permit and notif.y the
San Juan County Health Department 24 hours in advance. Any
stump left in place will be cut to a height not to exceed 12
inches. All slash less than four inches in diameter will be
chipped and scattered outside of cleared area. All material
four inches or greater diameter will be removed. Tenneco will
provide the dirt contractor with a copy of the surface use plan
prior to any surface disturbance.

3. Tenneco will immediately notify the San Juan Resource Area
Manager of any and all cultural/historical resources discovered

as a result of operations under this permit. All activities
will be suspended in the area of any such object found and leave
such discoveries intact until told to proceed by San Juan
Resource Area Manager. Notice to proceed will be based upon
evaluation of the cultural significance of the object.
Evaluation of such object will be conducted by a qualified
professional selected by San Juan Resource Area Manager from a



federal agency where possible and practical. When not
practical, Tenneco will follow the mitigation requirements set
forth by the San Juan Resource Area Manager concerning
protection, preservation or disposition of any sites or material
discovered. In those situations where the San Juan Resource
Area Manager determines that data recovery and/or salvage
excavations are necessary, Tenneco will bear the cost of such
data recovery and/or salvage operations.

. 4. Land ownership: The planned site lies on fee surface.

: The planned access road lies on
fee surface (+ 750' new road).

5. Construction of pad will be conducted as follows: Topsoil will
be stripped to a depth of 12 inches. Topsoil will then be
stockpiled on the northwest corner of the location and
identified in some manner to avoid accidental waste or improper
usage. Pits will be constructed with soil materials native to
site. Construction methods will be employed to assure that no
drainage flows are impounded and to prevent the loss of any
hydrocarbon from site. This will be done in a manner to
facilitate rapid recovery and clean-up operations. Pits will be
lined with bentonite (to prevent any possibility of seepage).

6. Protective measures for wildlife and livestock:
Pits will be fenced on 3 (three sides) during drilling and on 4
(four sides) after completion to prevent entry of livestock or
wildlife in the following manner; four strand barbed wire with
metal post.

D. Plans for re-habilitation of disturbed areas no longer needed for
operations after construction and drilling completed.

1. Upon completion of well, areas required for continued use will
be graded to provide drainage and minimize erosion. Those areas
unnecessary for use will be graded to blend with the surrounding
topography. Topsoil will be replaced on those areas and seeded
according to the surface managing agency's specifications. See
X C. Seeding will be completed after October 1 and before
February 28. Landowner has requested restorationto be done in
accordance with BLMstandards, with the understanding that only
crested wheatgrass be planted.

V. LOCATIONANDTYPE OF WATERSUPPLY

A. The water ud11 be obtained from a legal provate source:
City of Blanding



8. Water transportation s.ystem: Water will be trucked to the location
over existing roads.

C. Water wells: N/A
A temporary use permit for acquisition of water will be obtained from
the Utah State Engineer.

VI. SOURCEOF CONSTRUCTIONMATERIALS

- A. Materials: Construction materials will consist of soil encountered
' within the boundaries.

B. Materials foreign to site: N/A

C. Refer to Exhibit #2 for access road detail.

VII. A. Cuttings ud11 be contained witWin the limits of the reserve pit.

B. Drilling fluids will be retained in the reserve pit.

C. Produced fluids: No substantial amount of produced water is
anticipated. The amount of fluid hydrocarbrons that may be produced
while treating añ11 be retained in the reserve pit. Prior to cleanup
operations, the hydrocarbons will be skimmedor removed as the
situation dictates.

D. Sewage: Sanitary facilities will consist of at least one chemical
toilet and after completion of operations, the sewage will be removed
and disposed of by subcontractor and hauled by truck to a sanitary
land-fill.

E. Garbage: The small amount of refuse will be contained in a trash
cage until operations are completed and then will be disposed of at a
legal and environmentally safe location.

F. Clean up of well site: After drilling, the surface of the drill pad
611 be cleaned and graded to accommodatea completion rig. The

mouse hole and rat hole will be backfilled to prevent injury and
ha2ard for livestock and personnel. Reserve pit will be fenced until
dry and then will be backfilled using native materials except
topsoil, and contoured to natural terrain.

VIII. ANCILLARYFACILITIES

A.



IX. WELLSITE LAYOUT

A. Refer to Exhibits
1. Location of pits: 3
2. Rig Orientation: 3 & 4

X. PLANSFOR RESTORATIONOF SURFACE

A. The San Juan Resource Area Manager will be notified at least 48 hours
prior to commencingreclamation work.

B. Reserve Pit clean-up: The pit will be fenced on three sides prior to
rig release and maintained until clean-up. Prior to backfill
operations, any hydrocarbon material on pit surface will be removed.
The fluids contained in the pit shall be allowed to evaporate and
then the pit shall be backfilled with soil excavated from the site
(excluding any topsoil removed during construction). The restored
surface of the reserve pit will be contoured to prevent impoundment
of drainage flows. The gradient of the surface will be maintained to
prevent sudden acceleration of drainage flows which could cause
continued erosion of the surface. Following backfill completion,
topsoil removed from the disturbed areas will be replaced in a
uniform layer over surface. The reserve pit will be seeded per the
landowner's request as specified under IV.D.1.

C. Restoration plans if production is developed: The reserve pit will
be backfilled and restored as described in X B. In addition, those
disturbed areas not required for production facilities will be
contoured to approximate original topography. Tenneco will upgrade
and maintain access roads as necessary to prevent soil erosion and
accommodate year-round traffic. Topsoil will then be placed on those
areas of pad not needed for operations, ripped or disked and seeded,
per the following mix: 100% crested wheatgrass (to a depth of 12").

Tenneco will use certified seed. Seedbed will be prepared by disking
or ripping following natural contours. Seed will be drilled on
contour at depth no greater than 1/2 inch. In areas that cannot be
drilled, we will broadcast at double the seeding rate and harrow the
seed into the soil. Seeding will be completed after September 1 and
prior to prolonged ground frost. Perennial vegetation will be
established. Tenneco will perform any additional work necessary in
the event of seeding failures.

Following final improvement and surfacing of that portion of new
access road, the topsoil windrowed to each side of the alignment will
be placed on cut slopes.



D. Restoration plans if no production is developed: The reserve pit
vd11 be backfilled and restored as described in X B. Access road and
location will be restored to approximate the original contours.
During reclamation of site, fill material will be pushed into cuts
and up over backslope. No water trapping depressions will be left.
Topsoil will be distributed evenly over location and seeded according
to the method, manner and type described in X C.

E. Private surface restoration: The landowner, Preston Nielson, has
requested restoration to be in accordance with BLMstandards, with
the understanding that only crested wheatgrass be planted.

XI. OTHERINFORMATION

A. Surface Description: The topography is relatively sloping, with a
fairly steep drainage (Big Canyon) west of the location. Vegetation
includes crested wheatgrass, wild sunflower, and fourwing saltbush.

B. Other Surface-Use Activities:
' The predominant surface use is grazing.

C. Proximity of Water, Dwelling and Historical Sites:
1. Water: There is a spring one (1) mile northwest.
2. Occupied Dwellings: None within one (1) mile.
3. Historical Sites: An archaeological reconnaissance survey has
been performed for this location and access and the report will be on
file with the appropriate area surface management agency.

XII. OPERATOR'SREPRESENTATIVE

Field personnel who can be contacted concerning compliance of this
Surface Use Plan are as follows:

Denise Wilson
P.O. Box 3249
Englewood, CO 80155
(303) 740-2591

XIII. CERTIFICATION

I hereby certify that I, or persons under mydirect supervision, have
inspected the proposed drill site and access route; that I am familiar
with the conditions as they actually exist; that the statements made in
this plan are, to the best of my knowledge, true and correct; and that
the work associated with the operations proposed herein will be
performed by Tenneco Oil Company and its contractors and sub-contractors
in conformity with this plan and the terms and conditions under which it
is approved.

DATE: November 21, 1983 J/ / oduction Analyst
e ise Wi son

-7-
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RECONCILEWELLNAMEANDLOCATIONCN APD AGAINSTSAMEDATAON PLAT MAP.

AUTHENYICATELEASE ANDOPERATORINFORMATION

ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFTFIL, ETC.

APPLY SPACINGCONSIDERATION

ORDER

c-3-b

c-3-c

CHECKDISTANCETO NEARESTWELL.

CHECKOUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHERWFTJR.

IF PCTASHDESIGNATEDARFA, SPECIAL LANGUAGEON APPROVALLEITER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVALLANGUAGE.

VERIFY LEGALANDSUFFICIENT DRILLING





Fo 1 C SUBMIT IN T TE* Form approved.
(Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR s. ...... DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-23141
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK G. IFINDIAN,ALLOTTEEORTRIBENA

la. TYPE OF WORK

DRILL DEEPENO PLUGBACK O '[. UNIT AGENEMENT NAME

b. TYPEOFWELL Blanding Unit
OIL GAS SINGLE MULTIPLE 6. FARM OR LEASE NAME
WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOR TenneCO Blanding Uni t
Tenneco Oil Company *· """ "°

3. ADDRESS OF OPERATOR 8-16
P.O. Box 3249, Englewood, CO 80155 io. rs.LD AND POOL, OR WILDCAT

4. LOCATILNœOF WELL (Report location clearly and in accordance with any State requirements.*) Wil dcat
11. asc., T., z., M., on BLK.

810' FSL, 695' FEL AND SURVEY OR ABEA

At proposed prod. zone
Same as above Sec. 8, T36S, R22E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OE PARISH 13. BTATE

Approximately 2 miles NWof Blanding, Utah San Juan Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE l'I. NO. OF ACBES ABBIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT- 695' 1904.8 80(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. BOTART OR CABLE TOOLSo'.°Ì&i"A"r'onfEO HDRILLING, CO31PLETED, 6371' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

6517 GR I 12/1/83
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITT OF CEMENT

17-1/2" 13-3/8" 54.5# ??5· Circulate to surface
11" 8-5/8" 24# 2400· Circulate to surface
8-3/4" | 5-1/2" 17# + 6371' Circulate to over 21 possible

productive zo

The gas is dedicated.
See attached.
Tenneco respectfully requests this well to be placed on a confidential s täs.
An agreement has been reached with the surface owners regarding restoratióif. They
request restoration to be done in accordance with BLMstandards, with the stipuTation
that only crested wheatgrass be planted.

00NFllENTIAL
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone opo new ductive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true verucal dep Givé blowout

. Production Anal yst . 11 1/8

C NDITI NN F APPROVAI , IF ANY

. MDONOV3 0



CONDIT' 15 OF APPROVALFOR NOTICE TO , ,ILL

Cornpany Tenneco Oil Company · Nell No. 8-16

Location Sec. 8. T. 36 S., R. 22 E. -Lease.No. U-23141

A COPYOF THESE CONDITIONS SROULDBE FURNISHEDYOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full
compliance is made with the applicable laws, regulations (30 CFR 221), and the
approved plan of operations. The operator is considered fully responsible for
the actions of his subcontractors. The following items are emphasized:

1. There shall be no deviation from the proposed drilling and/or workover
program as approved. Safe drilling and operating practices must be ob-
served. All wells, whether drilling producing, suspended, or abandoned
shall be identified in accordance with 30 CFR 221.22. Any changes in
operations must have prior approval of this office. Pressure tests are
required before drilling out from under all casing strings set and cemented
in place. Blowout preventer controls must be installed prior to drilling
the surface casing plug and will remain in use until the well is completed
or abandoned. Preventers will be inspected and operated at least daily to

. insure good mechanical working order, and this inspection recorded on the
daily drilling report. Preventers will be pre'ssure°tested before drilling
casing cement plugs. All BOP pressure tests must be recorded on the daily
drilling report.

2. All shows of fresh water and minerals will be reported and protected. A
- sample will be taken of any water flows and furnished this office for

analysis. All oil and gas shows will be adequately tested for commercial
possibilities, reported and protected.

3. No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be removed from a well to be placed in
a suspended status without prior approval of this office. If operations
are to be suspended, prior approval of this office must be obtained and
notification given before resumption of operations.

In the event abandonment of the hole is desired, an oral request may be
granted by this office, but must be timely followed within 15 days with a
"Notice of Intention to Abandon" (Form 9-331). Unless the plugging is to

... take place immediately upon receipt of oral approval, the District Manager
,

must be notified at least 48 hours in advance of the plugging of the well
| .

in order that a representative may witness plugging operation. If a well
I is suspended or abandoned, all pits must be fenced immediately until they

are backfilled. The "Subsequent Report of Abandonment" (Form 9-331) must be
submitted within 15 days after the actual plugging of the well bore, reporting
where the plugs were placed, and the current status of the surface restora-
tion. If surface restoration has not been completed·at that time, a follow-
up report on form 9-331 should be filed when all surface restoration has been
completed and the location is considered ready for final inspection.



4. The spud date will be reported orally to the respective District Manager'soffice within 48 hours after spudding. If the spudding occurs on a week-
end or holiday, wait until the following regular workday to make thisreport.

Periodic drilling progress reports must be filed directly with the DistrictManager's office on a frequency and form or method as may be acceptableto the District Manager.

. In accordance with NTL-1, this well must be reported on Form 9-329 "MonthlyReport of Operations", starting with the month in which operations commenceand continue each month until the well is physically plugged and abandoned.This report should be filed, in duplicate, directly with Royalty ManagementAccounting Center, Minerals Management Service, P.-0. Box 2859, Casper,Wyoming 82602.

Any change in the program must be approved by the District Manager. "Sun-
dry Notices and Reports on Wells" (form 9-331) must be filed for allchanges of plans and other operations in accordance with 30 CFR 221.58.Emergency approval may be obtained orally, but such approval does not waivethe written report requirement. Any additional construction, reconstruction,or alteration of facilities, including roads, gathering lines, batteries,etc., which will result in the disturbance of new ground will require thefiling of a suitable plan pursuant to NTL-6, and prior approval b.y theDistrict Manager.

5. Whether the well is completed as a dry hole or as a producer, "Well Com-
pletion and Recompletion Report and Log" (form 9-330) will be submittednot later than 15 days after completion of the well or after completionof operations being performed, in accordance with 30 CFR 221.59. Twocopies of all logs run, core descriptions, core analyses, well-test data,geologic summaries, sample descriptions, and all other surveys or dataobtained and complied during the drilling, workover, and/or completionoperations, will be filed with form 9-330. Samples (cuttings, fluid,and/or gas) will be submitted only when requested by this office.

6. Significant surface values (are) (are not) involved at this
.location.Accordingly, you (must) (need not) notify at least (24) (48) hours priorto commencing field operations to allow this office to have personnel presentfor consultation during the construction of roads and locations.

Your contact with the District Office is: 444ua-Ludonna RosEAT (808)GARFF
Office Phone: 801-259-6111 Ext 24G•AIG Home Phone:

City: Moab State: Utah

Resource Area Manager's Address and contacts are:

Address: 480 South First West, P.O. Box 7, Monticello, Utah 84535
Your contact is: Brian Wood

Office Phone: 801-587-2201 Home Phone:
.801-587-2087



7. SURFACE OPERATINGSTANDARDS .

Unless otherwise specified herein, construction and maintenance of surface
.facilities approved under this plan shall be in accordance with'the guide-
lines set forth in the DLM/FS/GS Oil and Gas Brochure entitle, "Surface
Operating Standards for Oil and Gas Exploration and Development". This
includes but is not limited to such items as road construction and main-
tenance, handling of top soil and rehabilitation.

8. If a replacement rig is contemplated for completion operations, a "Sundry
Notice" to that effect must be filed, for prior approval of the District
Manager, and all conditions of this approved plan are applicable during.
all operations conducted with the replacement rig.

5

9. Pursuant to NTL-2B requirements regarding disposal facilities for new wells,
this is authorization for unlined pit disposal of the water produced from
this well for a period of 90 days from the date of initial production for
sales purposes. During this period, an application for approval of the
permanent disposal method, along with the required water analysis and other
information must be submitted for the District Manager's approval. Failure
to timely file an application within the time allowed will be considered

·an incident of noncompliance, and will be grounds. for .issuing a shut-in
order until the application is submitted.

10. This permit is valid for a period of one year from the date of approval.
If construction does not commence within 90 days from approval, the operator
must contact this office 15 days prior to beginning construction. Construc-
tion under adverse conditions may require additional stipulations. If the
permit terminates, any surface disturbance created under the application
must be rehabilitated in accordance with the approved plan. After termin-
ation, it is required that a new application be filed for approval for any
future operations.

11. If a tank battery is constructed on this lease, it must be surrounded by a
fire wall of sufficient capacity to adequately contain the storage capacity
of the battery.

12. This Application for Permit to Drill is approved subject to the requirement
that, should the well be successfully completed for production, this office
must be notified when it is placed in a producing status. Such notification
will be by telegram or other written communication, and must be received in
this office by not later than the first business day next following the date
on which the well is placed on production. The notification shall provide, as

I a minimum, the following informational items:

a. Operator name, address and telephone number.

b. Well name and number.

c. Nell location (1/4, 1/4, Section, Township, Range and Prime Meridian).

d. Date was placed in a producing status.

e. The nature of the well's production, i.e. crude oil, or crude oil
and casinghead gas, or natural gas and entrained liquid hydrocarbons.



f. The OCS, Federal or Indian lease prefix and number on whichthe well is located. Otherwise, the non-Federal.or non-Indianland category, i.e. State or private. a

g. If appropriate, the unit agreement name,- number and participatingarea name.

. h. If appropriate, the communitization agreement number.
13.

TIPULATIONS OF APPROVAL ATTACHED

e

:/
I



•,
, ADDI 05,< STlPULAT10NS FOR PRODUCT) "ACIL1TIES

Your Application for Permit to Drill also included a submittal for production
facilities. These production facilities are approved for the lessee and his
designated operator under Section 1 of the Oil and Gas Lease with the
following conditions:

(1) The oil.and gas measurement facilities must be instal_3ed on the
well location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy are to .be conducted monthly
for the first three months on new meter installations and at least quarterly
thereafter. Please provide this office with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports are to be submitted to the Salt Lake City District
Oil and Gas Supervisor. Royalty payments will be made on all production

.

volume as detennined by the meter measurements or the tank measurements. All
measurement facilities must conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

(2) Gas meter runs for each well will be located within 500 feet
of the wellbead.- The gas flowl.ine will be buried from the wellhead to
the meter and.500 feet downstream of the meter run or any production
facilities. Meter runs must be housed and/or fenced.

(3) A11,di°sturbed areas not required for operations will be rehabilitated.

(4) All produced liquids must be contained including the dehydrator vent/
condensate line effluent. All production pits must be fenced.

(5) The¯well activity, the well status and the date the well is placed
on production must be repor.ted on Lessee's Monthly Report of Operations,
Form 9-329.

(6) All off-lease storage, off-lease measurement, or commingling
on lease or.off-lease must have written approval.

(7) All product lines entering and leaving hydrocarbon storage
tanks must be locked/sealed. ·

(8) You are reminded of the requirements for handling, storing, or
disposing of water produced from oil and gas wells under NTL-28.

(9) All materials, trash, junk, debris, etc. not reouired for
production must be removed from the well site and production facility
site at the completion of these operations.

(10) A copy of the Gas Sales Contract will be provided to this
office and the Royalt.y Accounting Department as directed.

(11) Construction and maintenance for surface use approved under this
,plan should be in accordance with the surface use standards as set forth in

the BLM/GS Oil and Gas Brochure entitled, "Surface Operating Standards for Oil
and Gas Exploration and Development." This includes, but is not limited to,
such items as road construction and maintenance, handling of top soil and
rehabilitation.

(12) "Sundry Notice and Reports on Wells" (form 9-331) will be filed for
all changes of plans and other operations in accordance with 30 CFR 221.58.
Emergency approval may be obtained verbally, but such approval does not waivethe written report reouirement. Any additional construction, reconstruction,or alternations of facilities, including roads, gathering lines, batteries,
measurea.ent facilities, etc., will reouire the filing of a suitable plan andprior approval by the



F.orm SeBS1L SUBR1T IN T TE* Form a proved.

(ggy 1968) (Other instructions on
Budget areau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR 5. I.-ABB DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-23141

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK G.IFINDIAN,ALLOTTERORTRIBENA35E

1R. TYPE OF WORK

DRILL Ê DEEPENO PLUGBACK O i UNE AGREEMENT NAME

b. TYPEOFWELL Blanding Unit '

-

WELLL E A"LI, OTHER
NELE HUNLTH LE 8. PAER OR IaSABE NAME

. NAME OF OPERATOR TenneCO Blanding Uni t
Tenneco Oil Company . WELL NO.

3. ADDRESS OF OPERATOR

P.O. Box 3249, Englewood, CO 80155 L io....LD AND POOL, OR WILDCAT

4. LOCATION OF WELL (11eport location clearly and in accordance with any State requirements Wi ld ca t
At surface 11. Eac., T., R., M., om BLE.

810' FSL, 695' FEL r =••==•= ====

At proposed prod. zone U.6

Same as above err "" Sec. 8, T36S, R22E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 13. BTATE

Approximately 2 miles NWof Blanding, Utah San Juan Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. No. or ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OR LEASE LINE, FT. 695' 1904.8 80
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTART OR CABLE TOOLS

o'.°JËx"J",'onE , ILLI CONIPLETED, ROtary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

6517' GR I 12/1/83
23 PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

17-1/2" 13-3/8" 54.5# Ì ??5' Circulate to surface
11" /8" 24# Ì 24001 Circulate to surface
8-3/4" 5-1/ " 17# + 6371' Circulate tosover 21 possible

productive zog

The gas is dedicated.
See attached.
Tenneco respectfully requests this well to be placed on a confidential s tus.
An agreement has been reached with the surface owners regarding

restoratróñ^.'
They

request restoration to be done in accordance with BLMstandards, with the stipuTation
that only crested wheatgrass be planted.

CONFllENTIAL
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

SIGN

DprO

ITLE PTOduction Anal yst »,,. 11/21/8.3

(This space for Federal or State office use)

PR E BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY :

FLARING OR VEN I REC'D.MDONOV3 0 1983
GAS IS SUBJECT OF NTL 4-A

CONDITIONSOF APPROVAL ATTACHED DATED 111/80

UL¾ Odra



COMPANY TENNECO OIL COMPAI(Y

LEASE h i WELL NO.

' SAN JUAN COUNTY, UTAH

s.ocAvion 81 'FST, 69 FFT,

- ELEVATION 6 17 uneraded Fronni! ----

I

I
I

I I

I I
I
I Sec.

8

N

co

ECALER INCHES EQUALS 1 MILE

THis 15 TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTE OF ACTUAL $URVEYS MA E SY ME UNDER MY SUPER.

VISION AND THAT THE SAME ARE TAUE AND CORRECT TO THE

BEST OF MY KNOWLEDCE AND BEUEF.

EEALs Su yor.--'

EURVEYED October 31 ,,_.g

FARMINGTON, N.



Tenneco Oil Company
Well No. 8-16
Sec. 8, T. 36 S., R. 22 E.
San Juan, County
Lease U-23141

Supplemental Stipulation:

1. Adequate and sufficient electric/radioactive logs will be run to locate and
identify anticipated coal beds in the Dakota Sandstone. Casing and cementing
programs will be adjusted to eliminate any potential influence of the well bore
or productive hydrocarbon zones on the coal resource. Surface casing program may
require adjustment for protection of fresh water



• CONDIirdNS OF APPROVALFOR NOTICE TO wŠILL

Company Tenneco Oil Company Well No. 8-16

Location Sec. 8, T. 36 S., R. 22 E. .Lease,No. U-23141

A COPYOF THESE CONDITIONSSHOULDBE FURNISHEDYOUR
FIELD REPRESENTATIVETO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that fullcompliance is made with the applicable laws, regulations (30 CFR 221), and theapproved plan of operations. The operator is considered fully responsible forthe actions of his subcontractors. The following items are emphasized:

1. There shall be no deviation from the proposed drilling and/or workoverprogram as approved. Safe drilling and operating practices must be ob-
served. All wells, whether drilling producing, suspended, or abandonedshall be identified in accordance with 30 CFR 221.22. Any changes inoperations must have prior approval of this office. Pressure tests arerequired before drilling out from under all casing strings set and cementedin place. Blowout preventer controls must be installed prior to drillingthe surface casing plug and will remain in use until the well is completedor abandoned. Preventers will be inspected and operated at least daily to

. insure good mechanical working order, and this inspection recorded on thedaily drilling report. Preventers will be pretsure°tested before drillingcasing cement plugs. All BOP pressure tests must be recorded on the dailydrilling report.

2. All shows of fresh water and minerals will be reported and protected. A
- sample will be taken of any water flows and furnished this office foranalysis. All oil and gas shows will be adequately tested for commercialpossibilities, reported and protected.

3. No location will be constructed or moved, no well will be plugged, and nodrilling or workover equipment will be removed from a well to be placed ina suspended status without prior approval of this office. If operationsare to be suspended, prior approval of this office must be obtained andnotification given before resumption of operations.

In the event abandonment of the hole is desired, an oral request may begranted by this office, but must be timely followed within 15 days with a"Notice of Intention to Abandon" (Form 9-331). Unless the plugging is to
... take place immediately upon receipt of oral approval, the District Managermust be notified at least 48 hours in advance of the plugging of the wellin order that a representative may witness plugging operation. If a wellI is suspended or abandoned, all pits must be fenced immediately until theyare backfilled. The "Subsequent Report of Abandonment" (Form 9-331) must besubmitted within 15 days after the actual plugging of the well bore, reportingwhere the plugs were placed, and the current status of the surface restora-

tion. If surface restoration has not been completed·at that time, a follow-
up report on form 9-331 should be filed when all surface restoration has beencompleted and the location is considered ready for final inspection.



4. The spud date will be reported orally to the respective District Manager's '

office within 48 hours after spudding. If the spudding oCCurs on a week-
end or holiday, wait until the following regular workday to make this
report.

Periodic drilling progress reports must be filed directly with the District
Manager's office on a frequency and form or method as may be acceptable
to the District Manager.

.
In accordance with NTL-1, this well must be reported on Form 9-329 "Monthly
Report of Operations", starting with the month in which operations commence
and continue each month until the well is physically plugged and abandoned.
This report should be filed, in duplicate, directly with Royalty Management
Accounting Center, Minerals Management Service, P.-0. Box 2859, Casper,
Wyoming 82602.

Any change in the program must be approved by the District Manager. "Sun-
dry Notices and Reports on Wells" (form 9-331) must be filed for all
changes of plans and other operations in accordance with 30 CFR 221.58.
Emergency approval may be obtained orally, but such approval does not waive
the written report requirement. Any additional construction, reconstruction,
or alteration of facilities, including roads, gathering lines, batteries,
etc., which will result in the disturbance of new ground will require the
filing of a suitable plan pursuant to NTL-6, and prior approval by the
District Nanager.

5. Whether the well is completed as a dry hole or as a producer, "Well Com-
pletion and Recompletion Report and Log" (form 9-330) will be submitted
not later than 15 days after completion of the well or after completion
of operations being performed, in accordance with 30 CFR 221.59. Two
copies of all logs run, core descriptions, core analyses, well-test data,
geologic summaries, sample descriptions, and all other surveys or data
obtained and complied during the drilling, workover, and/or completion
operations, will be filed with form 9-330. Samples (cuttings, fluid,
and/or gas) will be submitted only when requested by this office.

6. Significant surface values (are) (are not) involved at this _location.

Accordingly, you (must) (need not) notify at least (24) (48) hours prior
to commencing field operations to allow this office to have personnel present
for consultation during the construction of roads and locations.

Your contact with the District Office is: L,ynn Jackson

Office Phone: 801-Ž59-6111 Ext 248 Home Phone:

City: Moab State: Utah

Resource Area Manager's Address and contacts are:

Address: 480 South First West, P.O. Box 7. Monticello, Utah 84535

Your contact is: Brian Wood

Office Phone: 801-587-2201
. Home Phone: .801-587-2087



7, SURFACEOPERATING STANDARDS
.

Unless otherwise specified herein, construction and maintenance of surface
.facilities approved under this plan shall be in accordance with'the guide-
lines set forth in the BLM/FS/GS Oil and Gas Brochure entitle, "Surface
Operating Standards for Oil and Gas Exploration and Development". This
includes but is not limited to such items as road construction and main-
tenance, handling of top soil and rehabilitation.

8. If a replacement rig is contemplated for completion operations, a "Sundry
Notice" to that effect must be filed, for prior approval of the District
Nanager, and all conditions of this approved plan are applicable during.
all operations conducted with the replacement rig.

&

9. Pursuant to NTL-2B requirements regarding disposal facilities for new wells,this is authorization for unlined pit disposal of the water produced fromthis well for a period of 90 days from the date of initial production forsales purposes. During this period, an application for approval of thepermanent disposal method, along with the required water analysis and other
information must be submitted for the District Manager's approval. Failureto timely file an application within the time allowed will be considered
an incident of noncompliance, and will be grounds, for .issuing a shut-in
order until the application is submitted.

10. This permit is valid for a period of one year from the date of approval.
If construction does not commence within 90 days from approval, the operator
must contact this office 15 days prior to beginning construction. Construc-
tion under adverse conditions may require additional stipulations. If the
permit terminates, any surface disturbance created under the application
must be rehabilitated in accordance with the approved plan. After termin-
ation, it is required that a new application be filed for approval for any
future operations.

11. If a tank battery is constructed on this lease, it must be surrounded by a
fire wall of sufficient capacity to adequately contain the storage capacity
of the battery.

12. This Application for Permit to Drill is approved subject to the requirement
that, should the well be successfully completed for production, this office
must be notified when it is placed in a producing status. Such notification

..
will be by telegram or other written communication, and must be received in
this office by not later than the first business day next following the date
on which the well is placed on production. The notification shall provide, as

I a minimum, the following informational items:

a. Operator name, address and telephone number.

b. Well name and number.

c. Well location (1/4, 1/4, Section, Township, Range and Prime Meridian).

d. Date was placed in a producing status.

e. The nature of the well's production, i.e. crude oil, or crude oiland casinghead gas, or natural gas and entrained liquid hydrocarbons.



f. The OCS, Federal or Indian lease prefix and number on which
the well is located. Otherwise, the non-Federal.or non-Indian
land category, i.e. State or private. a

· g. If appropriate, the unit agreement name, number and participating
area name.

. h. If appropriate, the communitization agreement number.

13.

.
SUPPLEMENTALSTIPULATIONS OF APRROVALATTACHED

e

e

I



• ADD1T10N^ gilPULATl_0NS FOR PRODIICTlr", FAC1LITIES
Your Application for P Ffnit to Drill also included Ë submittal for production
facilities. These production facilities are approved for the lessee and his
designated operator under Section 1 of the Oil and Gas Lease with the
following conditions:

(1) The oil.and gas measurement facilities must be instal)ed on the
well location. The oil and gas meters will be calibrated in place priorto any deliveries. Tests for meter accuracy are to .be conducted monthly
for the first three months on new meter installations and at least quarterlythereafter. Please provide this office with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports are to be submitted to the Salt Lake City District
Oil and Gas Supervisor. Royalty payments will be made on all production

.volume as detennined by the meter measurements or the tank measurements. All
measurement facilities must conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

(2) Gas meter runs for each well will be located within 500 feet
of the we11head.- The gas flowline will be buried from the wellbead tothe meter and.500 feet downstream of the meter run or any production
facilities. Me_ter runs must be housed and/or fenced.

(3) All,disturbed areas not required for operations will be rehabilitated.
(4) All produced liquids must be contained including the dehydrator vent/condensate line effluent. All production pits must be fenced.
(5) The¯well activity, the well status and the date the well is placed

on production must be repor.ted on Lessee's Monthly Report of Operations,
Form 9-329.

(6) All off-lease storage, off-lease measurement, or commingling
on lease or.off-lease must have written approval.

(7) All product lines entering and leaving hydrocarbon storage
tanks must be locked/sealed. •

(8) You are reminded of the requirements for handling, storing, or
disposing of water produced from oil and gas wells under NTL-28.

(9) All materials, trash, junk, debris, etc. not required for
production must be removed from the well site and production facility
site at the completion of these operations.

(10) A copy of the Gas Sales Contract will be provided to this
office and the Royalty Accounting Department as directed.

(11) Construction and maintenance for surface use approved under this
,plan should be in accordance with the surface use standards as set forth inthe BLM/GS Oil and Gas Brochure entitled, "Surface Operating Standards for Oiland Gas Exploration and Development." This includes, but is not limited to,such items as road construction and maintenance, handling of top soil and

rehabilitation.

(12) "Sundr.y Notice and Reports on Hells" (form 9-331) will be filed forall changes of plans and other operations in accordance with 30 CFR 221.58.Emergency approval may be obtained verbally, but such approval does not waivethe written report requirement. Any additional construction, reconstruction,or alternations of facilities, including roads, gathering lines, batteries,measure ent facilities, etc., will reouire the filing of a suitable plan andprior approval by the
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DEPARTMENTOF THE INTERIOR G. LEASE DESIGNATION AND BERIAL NO.

8 EOGICAL SURVU U-2 Ì14Í
APPLICATIO 'Ib DRILL,DEEPEN,OR PLUGBACK "I" '^*'^"°" TRIBENAME

18. TYPE OF WORK

DRILLG DEEPENO PLUG BACK IT AGEEEMENT NAME

b. TYrzorwELL Blanding Unit.
IL

NNELE MUNLTIPLE Ë. FARM OR IaEASE NAME

3-26-84
Et TENNECO BLANDING UNIT

A N: ARLENE SOLLIS o. w..x, so.

r, 1625 Broadway 80202) 8-16
r , COLO L, OR WILDCAT

discussed on the phone ance with any i ISmaÿ

As we
I'll be out of town k) Sec. I

today.
f the week - anY y, Utah

the restus
or problems, ple Same 6S-R22E

i quest crimlie, Mgr of on Post orru is. swar=

T

cOaleltaCur1ney303/825-4771
st of Utah

, es
21 PROPOSED CASING K

SIZE OF HOLE SIZE OF CASING WEIGHTcPEROFOOT ENT

12½;" 9-5/8" 36#,K-55 ST&
8-3/4" 5½" ·15.5#,K-55 LT C 6371' (TD)

Buckhorn Petroleum Co. hereby accepts from Tenneco Oil C
of Operator with respect to the subject well and locatio
lations of BLM and State approval. Copies of Designatia
Buckhorn are enclosed. Buckhorn is bonded for operatioti
by Hartford Accident & Indemnity Company #4451609.

We propose to change the approved Plan of Operations subit

above and on the attached (hole size, casing and cement

we anticipate using Coleman Drilling Co. rig #2; rig lay
(10" Shaffer LWS 3000# WP hydraulic BOP) are attached.

Surface damages have been negotiated with the surface oÞ

Blanding, 4-23-84 by Rod Smith.

IN ABOVE SPACE DESCRIBE PROPOSED PaooaAx : If proposal is to deepen or plug back, give data on e.

sone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

SIGNED
TITI., PetrOleum Enginee March 26, 1984

Kodney . mitli
(This space for Federal or State ofilee use)

APPROV
PERMIT No

APPROVED BYTHE STATE
ACONRD ODNS

OF APPROVAL, I CGAS,AN
DATE
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DEPARTMENTOF THE INTERIOR U. LEASE DESIGNATION AND BERIAL NO.

OGICAL SURVEY U-2il41

APPLICATIO M6 DRILL,DEEPEN,OR PLUGBACK 6. IF NDIAN,ALLOTTEE OR TRIBE NAME

la. TTPE OF WORK

DRILL DEEPENO PLUGBACK O NIT AGREEMENT NAM18

b. Trrmorwar.I. Blanding Unit-
OWELLL

ELL OTHER
NNELE ME NLTŒLE 8. FARM OR LEASE NAHID

2. NAME OF OPERATOn TENNECO BLANDING UNIT

BUCKHORN PETROLEUÑCO.
ELL NO.

3. ADDRESS OF OPERATOR Ste 1200 Dome Tower, 1625 Broadway 80202) 8-16

P. O. Box 5928 T. A. ; Denver, COLO 80217 io. FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL (ROPOrt IOCatiOR Clearly and in RCCOrdBBCO With any State requirements.*) Vi lde a t / I sm ay
At surface

810 ' FSL & 695' FEL (SE¼ SEk) Sec. 8-T36S-R22E 11. sac., z., a., x., on ar.x.
AND SURVET OB ABEA

At proposed prod. zone San Juan County, Utah SE¼ SE¼
Approx. Same 43-037-30964 Sec. 8-T36S R22E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREBT TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13 ÃTÃTE

Approximately 3-miles northwest of Blanding, Utah San Juan Utah
10. DISTANCE PROM PROPOSED• 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OR LEASE LINE, FT· 6 9 5 ' 19 0 4 . 8 8 0
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19, PROPOSED DEPTH 2Û. ROTART OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPUED FOR, ON THIS I.F.ASE. rr. 6 3 7 1 ' Rot a ry

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL BTART*

6517' GL, est 6530' KB April 9, 1984
23. PROPOSED CASING AND CEMENTING PROGRAM

BIEE OF HOLE BIZE OF CASING WEIGHT PER FOOT SETTING DEPTH . .
QUANTITT OF CEMENT

17½" 13-3/8" conductor 40' below GL Redimix to surface

12¼" 9-5/8" 36#,K-55 ST&C to±550' KB 300 sx 'B' (cire'd)
8-3/4" 5½" ·15.5#,K-55 LTEC 6371'(TD) 375 sx 'H'

Buckhorn Petroleum Co. hereby accepts from Tenneco Oil Company the responsibilities

of Operator with respect to the subject well and location, and agrees to all stipu-

lations of BLM and State approval. Copies of Designation of Agent from Tenneco to

Buckhorn are enclosed. Buckhorn is bonded for operations on ELM lands nationwide

by Hartford Accident & Indemnity Company #4451609.

We propose to change the approved Plan of Operations submitted by '£enneco as notëd

above and on the attached (hole size, casing and cement programs) C At this time

we anticipate using Coleman Drilling Co. rig #2; rig layout and equipment inventory

(10" Shaffer LWS 3000# WP hydraulic BOP) are attached.

Surface damages have been negotiated with the surface owner, Mr. Preston Nielson of

Blanding, 4-23-84 by Rod Smith.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

sone. It proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

SIGNED TI'r1E StrOleum Enginee March 26, 1984
aodney . tulell

(This space for Federal or State omce use)

PERMIT N

APPROVED BYTHE STATE
AC

ND
ODNS

OF APPROVAL, I CGAS,AN
DATE:



BUCKHORN PETROLEUM CO.
#8-16 TENNECO B.LANDING UNIT API #43-037-30964

SE¼ SGk Sec. 8 - T36S - R22E
San Juan County, UTAH CONFIDENTIAL
USA. U-23141

Attached to and made a part of Application for Permit to Drill, Deepen, or
Plug Back (form 9-331C) dated 3-26-84

The surface hole (12¼") to 550' will be drilled with fresh water/circulated
reserve pit, 8.3-8.6 ppg, visc 30-35. After setting surface casing, drill
out and drill ahead with water/native mud as above, using high viscosity gel
sweeps as needed to keep the hole clean. Mud-up will occur approximately
200'.above the projected Ismay top; and the hole will be drilled to TD using
a low solids, non-dispersed polymer gel system, 8.9-9.1 ppg, visc 32-36,
WL 10-12.

Buckhorn's Representative.

Mr. Rodney D. Smith, Petroleum Engineer
BUCKHORNPETROLEUM CO. (1200 Dome Tower)
P. O. Box 5928 T.A. (1625 Broadway )
Denver, COLO 80217

Office Phone: 303/825-4771 (24-hr ans. serv-.)
Residence: 303/278-2323

OR

Mr. D. D. 'Curley' Grimlie, Manager of Operations
BUCKHORN PETROLEUM CO. (as above)

Office Phone: 303/825-4771 (24-hr ans. serv.)
Residence: 303/238-9950
Mobile Phone: 303/628-7550

Our representative on location will be Doug Bruner. We plan to install a
telephone on location for his use; and this number will be provided to you
as soon as it is available.

Certification.

I hereby certify that I, or persons under my direct super-
vision, have inspected the proposed drillsite and access
route; that I am familiar with the conditions that presently
exist; that the statements made in this plan are, to the best
of my knowledge, true and correct; and that the work associ-
ated with the operations proposed herein will be performed
in conformity with this plan and the conditions under which
it was approved.

Productive zones will be perforated, treated and tested.
Gas will be flared during testing periods. Water produced
during testing will be contained in the drilling reserve pit.
All possible oil will be stored and sold.

Rodney D. Smith 3-26-84



CO1.E MAN DR I I.l.I NGC .

Drawer 3337
Farmington, New Mexico 87401
(505) 325-6892--24 hour
(505) 327-4935 DRILLING RIG INVENTORY

RIG # 2

RATED DEPTH CAPACITY 8,000 FEET WITH 4 1/2" DRILL PIPE

DERRICK: 127' LEE C. FOORE W/528,000 HOOK LOAD CAPACITY

SUBSTRUCTURE: LEE C. MDORE - 13' K.B.

DRAWWORKS: H-40 IDEOD

ENGINES: 2 FACH V-8 71T DETROIT DIESEL

MUD PUMPS: OPI HDL 700 W/CATERPTT.TR D-379 TA AUXILIARY MOD POMP

555 MAX. HP AT 1100 RPM IDECO MM600F
500 INT. HP AT 1100 RPM W/379 TA CATERPTT.TR

420 CONT. HP AT 1100 RPM

DESILTER: PIONEER S CONE CAPACITY 400 GPM

MUD TANK: 1 EACH 600 BEL. (42 GAL. PER BBL.) WORKING CAPACITY

WATER STORAGE: 1 EACH 480 BBL, (42 GAL. PER BBL.)

GENERATORS: 1 EACH 90 KW AC AND 1 EACH 100 KW AC

ROTARY TABLE: 23" IÓEŒ

TRAVELING BLOCK: BREWSTER 5-36 250 TONS W/COMB. HOOK

SWIVEL: L. B. 200 EMSCO

BLOW OUT PREVENTER: 10" SHAFFER LWS 3000 WP HYDRAULIC

SPECIAL : CROWN+MATIC
SATALITE AUIDATIC DETT.TR
TONGTORQUE GAUGE
RATE OF PENEl'RATION REODRDER
SHALE SHAKER
TRATTA HOUSE
'I¾O-WAY PADIO

MAY,



COLEMAN DRI LLI NG CO.
F RONT OF RIG NO. 2

HOLE OR LOCATION STAKE

L
o ,

38 130

-I
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DESIGNATIONOF A6ENT

Chief, Branch of Fluid Minerals, 011 and Gas Operations:

The undersigned is, on the records of the Bureau of Land Management,
Unit Operator under the Blanding Unit Agreement, San Juan County, Utah, No.
14-08-0001-21205 approved April 22, 1983 and hereby designates:

NAME: Buckhorn Petroleum Company

ADDRESS: P.O. Box 5928 T.A.
Denver, CO 80217

as its agent, with full authority to act in its behalf in complying with the
terms of the Unit Agreement and regulations applicable thereto and on whomthe
Chief or his representative may serve written or oral instructions in securing
compliance with the 011 and 6as Operating Regulations with respect to drill-
ing, testing and completing unit well No. 8-16, in the SE/4SE/4 Section 8,
Township 36 South, Range 22 East, S.L.M., San Juan County, Utah.

It is understood that this designation of agent does not relieve the
Unit Operator of responsibility for compliance with the terms of the unit
agreement and the 011 and Gas Operating Regulations. It is also understood
that this designation of agent does not constitute an assignment of any
interest under the unit agreement or any lease committed thereto.

In case of default on the part of the designated agent, the Unit
Operator will make full and prompt compliance with all regulations, lease
terms, or orders of the Secretary of the Interior or his representative.

The Unit Operator agrees promptly to notify the oil and gas
supervisor of any change in the designated agent.

This designation of agent is deemed to be temporary and in no manner
a permanent arrangement.

This designation is given only to enable the agent herein designated
to drill the above-specified unit well. Unless sooner terminated, this
designation shall terminate when there is filed in the appropriate district
office of the Bureau of Land Management a completed file of all required
Federal reports pertaining to subject well. It is also understood that this
designation of agent is limited to field operations and does not cover
administrative action requiring specific authorization of the Unit Operator.

TENNECOOIL COMPANY

P.W. Cayce, ,
ttorney-In-Fact

RAR88 1984 No
DIVISIONOF s

Oll.,GAS&MINING
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.fMay 1963)
SUBMIT IN TRIP E* Form approved.

UNITED STATES
'°'"°r'w'"",'e'"á'.°,"" °.

a dEet Bureau No. 42-R1425.

DEPARTMENT OF THE INTERIOR G. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-23141

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENA3tE

la. TYPE OF WORK

DRILL DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPEOFWELL Blanding Unit
OM

LL
ESLL

OTHER
NNELE MOUNLTIPLE Ê. M OR M Nm

2. NAME OF OPERATOR TENNECO BLANDING UNIT
BUCKHORN PETROLEUM CO. Û. WELL NO.

3. ADDRESSOFOPERATOR (Ste 1200 Dome Tower, 1625 Broadway 80202) 8-16
P . O . Box 5 9 2 8 T . A . ; Denver , COLO 8 0 2 1 7 io. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Iteport location clearly and in accordance with any State requirements.*) w i ldc a t / I sm a yAt surince
810 ' FSL & 695' FEL (SE¼ SE¼) Sec. 8-T36S-R22E 11. SEC., T., R., M., OR BLK.

AND SURVEY OR AREA

At proposed prod. zone San Juan County, Utah SEk SEk
Approx. Same 43-037-30964 Sec. 8-T36S-R22E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

Approximately 3 miles northwest of Blanding, Utah San Juan Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY Oß LEASE LINE, FT 6 9 5 ' 19 0 4 . 8 8 0(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT. 6 3 7 1 ' Ro t a ry

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL START*

6517' GL, est 6530' KB April 9, 1984
23 PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

17½" 13-3/8" conductor 40' below GL Redimix to surface
12½" 9-5/8" 36#,K-55 ST&C toi550' KB 300 sx 'B' (circ'd)
8-3/4" 5½" 15.5#,K-55 LTEC 6371'(TD) 375 sx 'H'

Buckhorn Petroleum Co. hereby accepts from Tenneco Oil Company the responsibilities
of Operator with respect to the subject well and location, and agrees to all stipu-

lations of BLM and State approval. Copies of Designation of Agent from Tenneco to
Buckhorn are enclosed. Buckhorn is bonded for operations on BLM lands nationwide
by Hartford Accident & Indemnity Company #4451609.

We propose to change the approved Plan of Operations submitted by Tenneco as noted
above and on the ,attached (hole size, casing and cement programs) . At this time
we anticipate using Coleman Drilling Co. rig #2; rig layout and equipment inventory
(10" Shaffer LWS 3000# WP hydraulic BOP) are attached.

Surface damages have been negotiated with the surface owner, Mr. Preston Nielson of
Blanding, 4-23-84 by Rod Smith.

CONFIDENTIAL
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.
24.

SIGNED Rod y . Ich TITLE Ÿ8trOleum Engineer DATE
March 26, 1984

(This space for Federal or State office use)

PERMIT NO APPROyaT DATF

ACONRD ODNS
OF APPRO I, I

TITLE

AMENDMENTAPPROVEDWITH CONDITIONSRECOGNIZEDBY ORINGORECT TLO4-A

APPROVALOF TENNECOOIL COMPANYWELL#8-16 ON DECEMBER ÂP 8t‡1/1/eo
1, 1983.

OIL,GAS&



MMPANY TENNECO OIL COMPANY

"^ag BLANDINGpg, ELL NO. 8-1Á

SEC T - --, W

SAN JUAN COUNTY,UTAH

cocAvson 810'FST, 694'FET. .. .

ELEVATION 6417 une ded erm na . . ----

I I

l

I
I I

I

I

I i

Sec. I

8

N

.
o
r-i
ao

SCALER INCHES EQUALS 1 MILE

THis 15 TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTE OF ACTUAL SURVEYS MA E SY ME UNDER MY SUPER.

VISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE

BEST OF MY KNOWLEDGE AND BEUEF.

SURVEYED ..-.......... ---.-.---......,
19--

FARMINGTON, N.



CONFID lAL
DIVISIONOFOILGASANDMINING

SPÐDINGINFORMATION

M OFWW: BUCKHORNPETROLEUMCOMPANY

TENNECO BLANDING UNIT #8-16

SECTION SESE 8 IOWNSHIP 36S RANGF 22E C()UNTY SAN JUAN COUNTY

DRIU.INGCONTRACTORCOLEMAN

RIG# 2

SPÐDED:DATE 4-10-84

6:30 PM

Rotary

MILLING WILLCOWlENCE

REPORTEDBY Doug Brumer

IELEPHONE#

4-11-84 SIŒŒ



Form 9-i31 Form Approved.

ptc. 1973
Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE

DEPARTMENTOF THE INTERIOR n.pag4]
GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to drilt or to deepen or plug back to a different Blanding Unit
reservoir. Use Form 9-3314 for such proposals.) 8. FARMOR LEASENAME

1. oil gas
Tenneco Blancling Unit

well well other
'

9. WELL NO.

2. NAME OF OPERATOR Harper Oil Company, #8-16

Successor by Mercer to Buckhorn Petrolenn comoanv 10.FIELDORWILDCATNAME-

3. ADDRESS OF OPERATOR Wildcat/Ismay .

P. O. Box 5928 'T.A. , Denver, CO 80217 11. SEC., T., R., M., OR BLK.AND SURVEYOR

4. LOCATIONOF WELL (REPORT LOCATION CLEARLY.See space 17 AREA

below.) Si SE Sec 3 T368 R22E

ATSURFACE: 810' FSL & 695' FEL (5E/4 SE/4) 12.COUNTYORPARISH 13.STATE
AT TOP PROD. INTERVAL• Same San Juan Utah
AT TOTAL DEFTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-037-30964

REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)
6517' GL 6530' KB

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF O O
FRACTURE TREAT O O
SHOOT OR ACIDIZE O O
REPAIR WELL O O (NOTE: Report results of muitiple completion or zone

PULL OR ALTER CASING Q change on Form 9-330.)

MULTIPLE CQMPLETE O O
CHANGE 20NES O O
ABANDON• O O
(other) Report of operatirms - 4/27/84 through 4/30/84

I

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,

including estirnated date of starting any proposed work. If.well is directionally drilled, give subsurface locations and
measured and true vertical ðepths for all rnarkers and zones pertinent to this work.)*

Please see attached recaps of drilling operations 4/27/84 through 4/30/84.

RECEIVED ' ·

MAY1 6 1984 i

DIVISION OF Olt.
GAS & MINING

18. I hereby certify that the foregoing is true and correct

SIGNED 'nf¾ · TITLE nermHrme Manarr YOATE Nay 4, 1984

(This space for féderaf or State office use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL IF AgiY:

'See instructions on Reverse



4-27-84. 6307', TI FOR CORc 94. Mave ter --.

45: DSL 6138-5900'', 2-1/4 HRS TI W/BIT, 12-3/4 HRS

DRLG, 3 HRS C1RC k,/ CORE #4, 2-1/2 HRS TRIP OR CORE
' BARREL, 1-1/2 HR PU CORE BARREL, 1-1/2 HRS TT MW 9,

VIS 40, WL 10, PH 11.5, FC 2/32, CL 500 PPM, CA 60 PPM,

SAND 1/4, PV 11, YP 6, GEL 1/6, SOLIDS 4¾, NITRATES 65.

BIT #9, 8-3/4, STC, F3, (12-12-0). IN & 6150', OUT &

6307', MADE 157' IN ~12-3/4 HRS, 12.3'lHR. T 3 B 2 G i.

BIT #10, 8-3/4, ACC, STAR, (DIAMOND). IN & 6307'. SN

63127. BIT WT 45 MW, 65 RPM, 1800 PSI PMP PR, 60 SPM.

BHA - CORE BARREL, X-O, JARS, X-O, BIT SUB, 21 DC'S, 2

JTS HWDP, 781.90'.

4-28-84 6337', TI W/BIT #11. MADE 30'. 3-3/4 HRS TI, 14 HRS

CUT CORE #4, 3 HRS LD CORE & CORE BARREL, 3-1/4 HRS TO

W/CORE. DRLG W/GEL-CHEM. MW 9.1, VIS 40, WL 12, PH

11.5, FC 2/32, CL 500 PPM, CA 50 PPM, SAND TR, PV 11,

YP 5, GEL 1/7, SOLIDS 4.5%, NITRATES 85. BIT *10,

8-3/4, ACC, STAR, CORE BIT IN & 6307', OUT @ 6337', MADE

30' IN 14 HRS, 2.1'/HR. SN 21127.
BIT #11, 8-3/4, STC, F3, (12-0-12). IN & 6337>.

REMARKS: RR 45. BIT WT 22 M#, 80 RPM, 900 PSI PMP PR,

55 SPM. SHA - BIT, BIT SUB, 24 - 6-1/2 DC'S, 2 HWDP,

706'.

34-29-84 6389', TI FOR LOGS. MADE 52'. 5-3/4 HRS TRIPPING, 4

HRS DRLG, 4 HAS CIRC FOR LOGS, 10-1/4 HRS LOGGING.

DELG WIGEL-CHEM. MW 9.3, VIS 39, WL 11.6, PH 11.5, FC

2/32, CL 500 PPM, CA 100 PPM, SAND TR, PV 11, YP 6, GEL

2/5, SOLIDS 5%, NITRATES 65. BIT #11, 8-3/4, STC, F3,

(12-0-12). IN & 6337', OUT Œ 6389', MADE 52' tN 4 HRS,

13'/HR. T 3 B 2 G l. BIT WT 45 M#, 80 RPM, 1800 PSI

PMP PR, 55 SPM. BHA - SAME, 706'.

04-30-84 6389', RD, MADE O'. HOURLY BREAKDOWN: 1-1/2 HRS. TlHi 4-1/4

HRS. ClRC FOR CSG; 5-1/2 HRS. LDDP AND DC's; 4-1/4 HRS. RAN

161 JTS 5-1/2", 17#, N-80, USED LT&C CSG. SA 6380'; 1/2 HR.

CIRC CSG. NU HALLIBURTON PMPD 20 BBLS SAM 5 MUD FLUSH; 1 HR. CMT CSG

W/600 SXS CLASS "H" W/3% KCL, .8 OF 1% HALAD, 4# NFP. PD & 11:00

P.M., HAD GOOD RETURNS THROUGHOUT. RECIPROCATED PIPE WHILE CMTG; 4

HRS. ND, SET SLIPS, CUT OFF AND CLEANED MUD TANK; 3 HRS. RD. RIG

RELEASED & 3:00 A.M. 4-30-84. MW 9.3, VIS 43, WL 12, pH 11, FC 2/32,

Cl 500, Ca 100, PV 13, YP 8, GEL 3/8, Snd 1/4%, SQL 5%. 1800 psi PMP

PR, SPM 55. BHA - LD.

CASING DETAIL:
5-1/2" HALCO GUIDE SHOE .80'

1 JT 5-1/2", 178, N-80, LTSC USED CSG. 39.72'

HALCO FLOAT COLLAR 1.75'

160 JTS 5-1/2", 17#, N-80 LTSC USED CSG 6346.58'

TOTALS
6388.85'

ABOVE KB (6.85')
CSG SA 6380.00' KB

DROP FROM REPORT UNTIL COMPLETION COMMENCES!

05-02-84 CLEANUP LOCAT10N. NU TBG SPOOL. TEST TO 1500# -

O.K. SET ANCHORS.

05-03-84 MIRU WELLTECH COMPLETION UNIT.

DAILY COST $3,617 CUM. COMPLETION COST $11,648

05-04-84 6335' PSTD, RU TO LOG. HOURLY BREAKDOWN: 2 HRS. RU AND WO TBG;

1 HR. UNLOAD 206 JTS 2-7/8", J-55, 6.5#, EUE TBG, STRAP SAME;



Form 9-331 Form Approved.

Dec. 1973
Budget Bureau No.42.-RI424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR n-23141

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

SUNDRY NOTlCES AND REPORTS ON WELLS 7. UNIT AGREEMENTNAME

(De not use this form for proposals to drijf or to deepen or plug back to a different Blanding Unit
reservoir. Use Form 9-3314 for such proposats.) 8. FARM OR LEASENAME

1. oil gas O .

Tenneco sianaing unit
well well other 9. WELL NO.

2. NAME OF OPERATOR Harper Oil Company, #8-16

Successor by Merger to Buckhorn Petroleum ComDanv 10. FIELDOR WILDCATNAME.

3. ADDRESS OF OPERATOR Wildcat/1smay

P. O. Box 5928 'T. A. , Denver, CO 80217 11. SEC., T., R., M., OR BLK.AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATIONCLEARLY. See space 17
· AREA

below.) - SE SE Sec 3 T368 R22E

AT SURFACE: 810' FSL & 695' FEL (SE/4 SE/4) 12. COUNTYOR PARISH 13. STATE
AT TOP PROD. INTERVAL' Same San Juan Utah
AT TOTAL DEPTH: Sa.me 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-037-30964

REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB, AND WD)
6517' GL 6530' KB -

REQUEST FOR APPROVAL TO: SUBSEQUE T REPORT OF:

TEST WATER SHUT-OFF O O RECEIVED ·

FRACTURE TREAT O O
SHOOT OR ACIDIZE O O
REPAIR WELL O O MAY1 6 19¾œ a.mos --as e ~.====.con o 2on.

PULL OR ALTER CASING Q change on Fom 9..sso.)

MULTIPLE COMPLETE O O
CHANGE ZONEs O O DMSt0N OF 04
ABANDON* O O GAS &
(other) Recoff of Perr,tions - 4/27/84 through 4/30

. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,

including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical ðepths for all markers and zones pertinent to this work.)*

Please see attached recaps of drilling operations 4/27/84 through 4/30/84.

¢ishesarfmea Anfaty Valve• Mann anti Type <pt g Ft

18. I hereby certify that the foregoing is true and correct

(This space for Féderal or State office use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL IF ANY:

'See instructions on Weverse



' '
45: DSL 6138-5900'', 2-1/4 HRS TI,WIBIT, 12-9/4 HRS

DRLG, 3 HRS CIRC kyA CORE #4, 2-1/2 HRS TRIK )OR CORE

BARREL, 1-1/2 HR PU CORE BARREL, 1-1/2 HRS TI. MW 9,

VIS 40, WL 10, PH 11.5, FC 2/32, CL 500 PPM, CA 60 PPM,

SAND 1/4, PV 11, YP 6, GEL 1/6, SOLIDS 4%, NITRATES 65.

BIT #9, 8-3/4, STC, F3, (12-12-0). IN & 6150', OUT &

6307', MADE 157' IN 12-3/4 HRS, 12.3'lHR. T 3 B 2 G l.

BIT #10, 8-3/4, ACC, STAR, (DIAMOND). IN & 6307'. SN

63127. BIT WT 45 M#, 65 RPM, 1800 PSI PMP PR, 60 SPM.

BHA - CORE BARREL, X-O, JARS, X-O, BIT SUB, 21 DC'S, 2

JTS HWDP, 781.90'.

4-28-84 6337', TI W/BIT #11. MADE 30'. 3-3/4 HRS T1, 14 HRS

CUT CORE #4, 3 HRS LD CORE & CORE BARREL, 3-1/4 HRS TO

WICORE. DRLG W/GEL-CHEM. MW 9.1, VIS 40, WL 12, PH

11.5, FC 2/32, CL 5Ò0 PPM, CA 50 PPM, SAND TR, PV 11,

YP 5, GEL 1/7, SOLIDS 4.5%, NITRATES 85. BIT #10,
8-3/4, ACC, STAR, CORE BIT IN & 6307', OUT Œ 6337', MADE

30' IN 14 HRS, 2.1'/HR. SN 21127.
BIT 11, 8-3/4, STC, F3, (12-0-12). IN G 6337'.

RÉMARKS: RR 45. BIT WT 22 MW, 80 RPM, 900 PSI PMP PR,

55 SPM. BHA - BIT, BIT SUB, 21 - 6-1/2 DC'S, 2 HWDP,

706'.

34-29-84 6389', TI FOR LOGS. MADE 52'. 5-3/4 HRS TRIPPING, 4

HRS DRLG, 4 HRS CIRC FOR LOGS, 10-1/4 HRS LOGGING.

DRLG WIGEL-CHEM. MW 9.3, VIS 39, WL 11.6, PH 11.5, FC

2/32, CL 500 PPM, CA 100 PPM, SAND TR, ÞV 11, YP 6, GEL

2/5, SOLIDS 5%, NITRATES 65. BIT *11, 8-3/4, STC, F3,

(12-0-12). IN & 6337', OUT & 6389', MADE 52' IN 4 HRS,

13'lHR. T 3 B 2 G I. BIT WT 45 M#, 80 RPM, 1800 PSI

PMP PR, 55 SPM. BHA - SAME, 706'.

04-30-84 6389', RD, MADE O'. HOURLY BREAKDOWN: 1-1/2 HRS. TlH; 4-1/4

HRS. CIRC FOR CSG; 5-1/2 HRS. LDDP AND DC's; 4-1/4 HRS. RAN

161 JTS 5-1/2", 17#, N-80, USED LT&C CSG. SA 6380'; 1/2 HR.

CIRC CSG. NU HALLIBURTON PMPD 20 BBLS SAM 5 MUD FLUSH; 1 HR. CMT CSG

W/600 SXS CLASS "H" Wl3% KCL, .8 OF 1% HALAD, 4# NFP. PD & 11:00

P.M., HAD GOOD RETURNS THROUGHOUT. RECIPROCATED PIPE WHILE CMTG; 4

HRS. ND, SET SLIPS, CUT OFF AND CLEANED MUD TANK; 3 HRS. RD. RIG

RELEASED & 3:00 A.M. 4-30-84. MW 9.3, VIS 43, WL 12, pH 11, FC 2/32,

Ci 500, Ca 100, PV 13, YP 8, GEL 3/8, Snd 1/4%, SOL 5¾. 1800 psi PMP

PR, SPM 55. BHA - LD.
CASING DETAIL:
5-1/2" HALCO GUIDE SHOE .80'

1 JT 5-1/2", 174, N-80, LTSC USED CSG. 39.72'

HALCO FLOAT COLLAR 1.75'

160 JTS 5-1/2", 17#, N-80 LTSC USED CSG 6346.58'

TOTALS 6388.85'
ABOVE KB (8.85')
CSG SA 6380.00' KB

DROP FROM REPORT UNTIL COMPLETION COMMENCESI

05-02-84 CLEANUP LOCATION. NU TBG SPOOL. TEST TO 15004 -

O.K. SET ANCHORS.

05-03-84 MIRU WELLTECH COMPLETION UNIT.
DAILY COST 53,617 CUM. COMPLETION COST $11,648

05-04-84 6335' PSTD, RU TO LOG. HOÚRLY BREAKDOWN: 2 HRS. RU AND WO TBG;

1 HR. UNLOAD 206 JTS 2-7/8", J-55, 6.59, EUE TBG, STRAP SAME;
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Attached to Form 9-331

Tenneco Blanding Unit #8-16

SE SE Sec 8 T36N R22E

San Juan County, Utah
Lease U-23141

Report of Operations (continued)
4/13/84 through 4/26/84

4-25-84 Nitrates Chlorides

(cont.) Top -0- 1200 PPM

Middle .

-0- 5400 PPM

Stm -0- 8200 PPM

Sampler -0- 8400 PPM

Pressures: IHP 2878, IFP 53.5-107, ISIP 2264, FFP 133.7-240.7,

FSIP 2290, FHP 2824.

4-26-84 6150'. Running wireline log. Made 30'. 10 hrs logging, 3-1/2 hrs

TI, (dr19 rathole & cond hole), SLM (board 6120', strapped 6115', -5'

correction), 1 hr wash & ream 20' to btm, 4 hrs dr1g, 2 hrs circ, 2-1/4

hrs TO, 1-1/4 hrs logging. Survey: 1-1/2 deg @ 6150'. MW 9, Vis 36,

WL 10.4,-PH 11.5, FC 2/32, CL 500 PPM, CA 60 PPM, Sand 1/4, PV 9, YP 4,

Gel 1/6, Solids 4%, Nitrates 95. Eit 48, 8-3/4", STC, F3, (12-12-0).

In @ 6120'. Out @ 6150'. Made 30' in 4 hrs, 7.5'/hr. T 2 B 2 G 1.

Remarks: RR Bit 45. Eit Wt 40 Mä, 70 RPM, 1900 psi PMP PR, 60 SPM.

BRA - BIT SU3, 21 Jts HWDP, 704.74'. Logs run:

DIL/Sonic 6105' - 6565'

Sonic 6105' - 5900'

LDT/CNL 6100' - 6565'

CNL . 6060' - 5900' (Bridge @ 6060')

CNL 6139' -



Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No. 42-R)424

UNITED STATES 5. LEASE
DEPARTMENTOF THE 1NTERIOR - p_py p

L VEY . 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

.SUNDRY NOTI S 7.9UNIT AGREEMENT NAME

(Do not use this form for proposals to drin or to deepen or di n Blandin Unit
reservoir. t>se Form 9-331-C tor such proposats.)

. FARM OR LEASENAME

1. oil gas Tenneco Blanding Unit
well well O other '

9. WELL NO.

2. NAME OF OPERATOR #8-16

ne3eborn peerpi enn r pmpo 10. FIELDOR,WILDCAT NAME

3. ADDRESS OF OPERATOR
" Wildcat/Ismay

PO Rov ¾?A Y a , emrer, rn 807 jy 11. SEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATIONOF WELL (REPORT LOCATION CLEARLY.See space 17 AREA

below.) SE SE Sec 8 T36g R22E
AT SURFACE: 810' FSL & 695' FEL (SE/4 SE/4) 12. COUNTYOR PARISH 13. STATE
AT TOP PROD. INTERVAL' Same

'
San Juan Utah

AT TOTAL DEPTH: Same 14. API NO.
16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE. 43-037-30964

REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)
6517' GL 6530' KB

REQUEST FOR APPROVAL TO SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF O O
FRACTURE TREAT O O
SHOOT OR ACIDIZE O O RECEIVED '

REPAIR WELL O O (NOTE: Report results of multiple completion or zone

PULL OR ALTER CASING O O _

change on Form 9-330.)

MULTIPLE COMPLETE MAY1 6 1984
CHANGE ZONES O O
ABANDON• O O
(other) wpp ye of oppvan e - a /) 2/84 through 4/26/84 DIVISIONOF OIL

GAS & MINING
17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,

including estimated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for eli markers and zones pertinent to this work.)*

4-13-84 1718'. Drlg, made 1148'. 24 hr. breakdown: 4 hrs. NU and test blind rams
to 1500#. O.K.; 3/4 hrs. TIH; 1/4 hr. Test pipe rams to 1500#. O.K.; 2 hrs.
Drl cmt shoe; 17 hrs. Drlg and srvys: 4 deg @ 553'; 4 deg @ 642'; 3-3/4 deg
734'; 3-1/4 deg @ 888'; 2-3/4 deg @ 1075'; 3-1/4 deg @ 1240'- 3-1/2 deg @
1396'' 4 deg @ 1616'. Eit 43, 8-3/4", HTC, J22 (10-10-0) in @ 570'. Made

1148' in 13-3/4 hrs. WOB 18-20M, RPM 65-70, 1500 psi PMP PR. SPM 98. BHA-BIT,

BIT SUB, 18 6-1/4" DCs, 3 JTS WP. Length 643.

4-14-84 2578'. Drlg, made 860'. 24 hr. breakdown: 21-1/4 hrs. Drlg; 2-3/4 hrs.
Srvys. Drl W/wtr 8.4 ppg. SRVYS: 3-1/4 deg @ 1755'; 3-3/4 deg @ 2081'; 2-1/4

deg @ 2207'; 3 deg @ 2332'; 2-1/4 deg @ 2480'. Eit #3, 8-3/4", HTC, J-22

(10-10-0) in @ 570'; made 2008', in 35 hrs. 57'/hr. SN 09026. WOB 20-22M,

RPM 70, 1500 psi PMP PR, SPM 98. BHA-same.

Asihenrfare Rafa+v Iv@• Manti ti Set tm Ft

18. I her t oi is true and correct

StGNED
TITLEManager-Overations DATE Mav 1 19A4

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL IF ANY:

*See instructions on Reverse
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Attached to Form 9-331
Tenneco Blanding Unit #8-16
SE SE Sec 8 T36N R22E
San Juan County, Utah
Lease U-23141

Report of Operations (continued)
4/13/84 through 4/26/84

4-15-84 3357'. Dr19. Maàe 779'. 24 hr. breakdown: 21-1/2 hrs. Dr1g; 2-1/4
hrs. Srvys; 1/4 hr. rig service. Drlg w/wtr 8.4 ppg. Srvys: 1-3/4 ôeg @
2603'; 1-3/4 deg @ 2729'; M/R @ 2975'; 1-1/4 òeg @ 3002'; 3/4 òeg @ 3317'.
Eit 3, 8-3/4", HTC, J-22 (10-0-10) in @ 570'. Made 2787'. 49.2'/HR.
SN .09026. WOB 35M, RPM 65, 1500 psi PMP PR, SPM 98. BHA-Same.

4-16-84 4012'. Dr1g. Maòe 655'. 24 hr. breakòown: 19-3/4 hrs. Dr19; 1/4 hr
rig service; 3-3/4 hrs. trip for bit #4; 1/4 hr. srvy. Drlg w/wtr 8.4 ppg.
Srvy: 3/4 deg @ 3624'. Eit 43, 8-3/4", HTC, J-22 (10-10-0) in 9 570',
Out @ 3624', Maòe 3054' in 64-1/4 hrs. 47.5'/hr. Condition: T 8, E 6,
G 1/4. SN 09026. Eit #4, 8-3/4", STC F-27 (10-10-0) in @ 3624', Made 388'
in 12 hrs. 32.3'/hr. SN EF5203. WOB 40M, RPM 60, 1500 psi PMP PR, SPM

98, GPM 245. BRA - BIT, Junk basket, Bit sub, 18 DCs, 3 jts. WP. Length

649.73'.

4-17-84 4695'. Dr19. Made 683'. 24 hr. breakdown: 22-3/4 hrs. Drlg; 1 hr.
survys; 1/4 hr. rig service and check BOP's. Srvys: 1-1/2 deg @ 4160'

2-1/4 ôeg @ 4655'. Dr1g w/wtr, MW 8.3 Bit #4, 8-3/4", STC, F27 (10-10-0)

in @ 3624', Maòe 1071' in 34-3/4 hrs. 30.8'/hr. WOE 38-40M, RPM 70, 1700
psi PMP PR, SPM 98, GPM 245. BHA - same, 649.73'.

4-18-84 5170'. Drlg. Made 475'. 24 hr. breakdown: 22-3/4 hrs. Dr19; 1 hr.
srvys; 1/4 hr. rig service and check BOP's. Srvys: 2 deg @ 4841' and 4997'.

Drlg w/wtr. MW 8.3, Vis 28. Bit 44, 8-3/4", STC, F27 (10-10-0) in @ 3624',
Made 1546' in 57-1/2 hrs. 26.8'/hr. WOE 38M, RPM 70, 1700 psi PMP PR,

SPM 98, GPN 245. BHA - same, 649.73'. Top: Hermosa 5065'.

4-19-84 5450'. Drlg. Made 280'. 24 hr. breakòown: 17-1/4 hrs. Dr19; 1/4 hrs.
rig service, check BOP's; 1-1/4 hrs. Circ for samples @ 5260'; 4-3/4 hrs.
work on draw works motor; 1/2 hr. srvy. Srvy: 1-1/2 deg @ 5344'. Drlg
w/wtr. MW 8.3, Vis 28. Bit #4, 8-3/4", STC, F27 (10-10-0) in @ 3624'.
Made 1826' in 76-1/4 hrs. 23.9'/hr. WOE 40M, RPM 70, 1700 psi PMP PR,

SPM 98, GPM 245. BHA - same, 649.73'.

4-20-84 5700', TFE. Maòe 250'. 16-1/4 hrs. drlg, 1/4 hr. service rig & check BOP,

7-1/4 hrs. tripping, 1/4 hr. srvy. Srvy: 1-1/4 deg @ 4700'. Drlg w/gel-chem.

MW 8.6, Vis 32, WL NC, PH 10, FC 2/32, CL 500 PPM, CA 100 PPM, CA 100 PPM,

Sanò TR, PV 5, YP 2, Gel 1/2. Bit 44, 8-3/4", STC, F27, (10-10-0). In @ 3624'.

Out @5700'. Made 2076' in 91-1/2 hrs. 22.6'/hr. T 8 B 8 G 1/2. SN EF5203.

Bit #5, 8-3/4", STC, F3, (10-10-0). In @ 5700'. Eit wt 40 M#, 70 RPM, 1700

psi PMP PR, 98 SPM, 245 G2M. BHA - Sane. 649.73'.

4-21-84 5851'-. Working on pmp. Made 151'. 12-1/2 hrs. dr1g, 4-1/2 hrs PU 3 DC's
& TI, 7 brs working on main pmp. MW 8.6, Vis 33, WL 12.2, PH 10, FC 2/32,

CL 500 PPM, CA 80 PPM, Sand 1/8, PV 7 YP 3, Gel 1/3, Solids 24. Bit #5,
8-3/4", STC, F3, (10-10-0). In @ 5700'. Made 151' in 13 hrs., 11.6'/br.

Eit Wt 40 M , 70 RPM, PMP #1: 1700 psi PMP PR, 98 SPM; PMP 2, 900 PSI PMI

PR, 30 SPM. BKA - JB, X-0, 21 DC's, 3 HWDP,
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Attached to Form 9-331
Tenneco Blanding Unit #8-16

SE SE Sec 8 T36N R22E
San Juan County, Utan
Lease U-23141

Report of Operations (continued)
4/13/84 through 4/26/84

4-22-84 6017'. Dr19. Made 166'. 15-1/4 hrs. dr19., 8-3/4 brs. wait on muò

pump. MW 8.8, Vis 33, WL 916, PB 19, FC 2/32,-CL 500 PPM, CA 80 PPM,

Sand TR, PV 7, YP 2, Gel 0/1, solids 3%. Bit 5, 8-3/4", STC, F3,

(10-10-0). In @ 5700'. Made 317' in.30-3/4 hrs., 10.3'/br. Remarks:

RR. Eit wt. 45 M , 70 RPM, 1800 psi PMP PR, 45 SPM. BEA - same. 740'.

4-23-84 6056'. Core 2. Maòe 39'. 10-1/4 hrs tripping, 3/4 hr drld to 6026'.

2 hrs circ for core 41, 2 hrs PD & service core barrel, 4-1/2 hrs core

from 6026' - 6044'. 1-1/2 hrs dump core barrel & change bit, 1/2 hr wash

to btm, 2-1/2 brs core ¾2 from 6044' - 6056'. Survey: 1 deg @ 6026'.

MW 8.9, Vis 37, WL 10.4, PH 11.5, FC 2/32, CL 500 PPM, CA 120 PPM, Sand

Tr, PV 9, YP 5, Gel 2/6, soliòs 34. Eit 5, 8-3/4", STC, F3, (10-10-0).

In @ 5700'. Out @ 6026'. Maòe 326' in 31-1/2 brs, 10.3'/hr. T 2 B 2 G 1.

SN: RR. Eit 46, 8-3/4", Acv, Star. Ir. @ 6026'. Out @ 6044'. Made 18'

in 4-1/2 hrs, 4'/hr. SN: 23230. Remarks: Ringed out. Eit 47, 8-3/4",

Acv, Star. In @ 6044'. Made 12' in 2-1/2 brs, 4.8'/hr. SN: 23310. Eit

wt 15M . 80 RPM, 900 psi PMP PR, 55 SPM, 280 GPM. ESA - core barrel,

X-0, Jars, X-0, Bit sub, 21 DC's, 3 NWDP, 810.35'.

4-24-84 6120'. Unloaâ core barrel. Maòe 64'. 4 hrs. circ., 7 hrs. tripping,

4 hrs. core é2 (6044' - 6075' - rec'd 31'), 6-1/2 hrs core 3 (6075' -

6120' - rec'd 45'), 2-1/4 hrs unload core barrel & run analysis. MW 8.9,

Vis 35, WL 12.8, PH 11, FC 2/32, CL 500 ??M, CA 40 PPM, Sand 1/4, PV 8,

YP 4, Gel 3/8, Solids 3%, Nitrates 150. Eit 7, 8-3/4", Acc Star. In @

6044', Out @ 6120'. Made 76' in 11-1/2 hrs. Eit Wt 15 MW, 65 RPM, 900

psi PMP PR, 55 SPM, 280 GPM. BRA - same, 810.35'.

4-25-84 6120'. Logging. Made O'. 2 hrs. Ld core 43 & core barrel, 1 hr. PD

test tools, 2-3/4 hrs. TI w/test tools, 3-3/4 hrs. DST 81, 3 hrs. TO,

1-3/4 hrs. break out and land out tools, 1 hr. TI DC's, 1 hr. cut dr19. line,

2-1/4 hrs. TI & ream 80' to btm. 2 hrs. circ, 2 brs. TO for logs, 1-1/2

hr. RD loggers & logging. Dr1g w/gel-chem. MW 9, Vis 37, WL 12, PH 11.5,

VC 2/32, CL 500 PPM, CA 60 PPM, Sana 1/4, PV 10, YP 5, Gel 2/10, Solids 4%.

Bit #5 8-3/4", STC, F3, (11-12-0). In @ 6120'. Remarks: Circ. 1800 PSI

PMP PR, 58 SPM. BHA - BIT, EIT SUE, 21 DC's, 3 Jts HWDP, 737.95'.

DST #1: 6080' - 6120' Lower Ismay Formation

15 min IF: Immediate blow to 2 oz. & incr to 35 oz. @ end of flow.

30 min SI: Blow died in 4 min.

60 min FF: Immediate blow to 4 oz. & incr to 6# in 60 min. Gts in 56 min.

4' flare.
120 min SI: Blow died in 6 min.

Rec'd 730' TF: 360' O & GCM, 180' O & GCW, 190' Wtr.

Sampler: 2300 cc's total fluid. 1400 psi, 116 deg F.

Brkdn: 100 cc's emulsified mud.
300 cc's oil.
1900 cc's
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Tenneco Blanding Unit #8-16

SE SE Sec 8 T36N R22E

San Juan County, Utah

Lease U-23141

Report of Operations (continued)
4/13/84 through 4/26/84

4-25-84 Nitrates Chlorides

(cont.) Top -0-
1200 PPM

Middle -

-0- 5400 PPM

Stm -0- 8200 PPM

Sampler -0-
8400 PPM

Pressures: IHP 2878, IFP 53.5-107, ISIP 2264, FFP 133.7-240.7,

FSIP 2290, FHP 2824.

4-26-84 6150'. Running wireline log. Made 30'. 10 hrs logging, 3-1/2 hrs

TI' (dr19 rathole & cond hole), SLM (board 6120', strapped 6115', -5'

correction), 1 hr wash & ream 20' to btm, 4 hrs drlg, 2 hrs circ, 2-1/4

hrs TO, 1-1/4 hrs logging. Survey: 1-1/2 deg @ 6150'. MW 9, Vis 36,

WL 10.4, PH 11.5, FC 2/32, CL 500 PPM, CA 60 PPM, Sand 1/4, PV 9, YP 4,

Gel 1/6, Solids 4%, Nitrates 95. Eit 48, 8-3/4", STC, F3, (12-12-0).

In @ 6120'. Out @ 6150'. Made 30' in 4 hrs, 7.S'/hr. T 2 B 2 G 1.

Remarks: RR Eit #5. Eit Wt 40 Mi, 70 RPM, 1900 psi PMP PR, 60 SPM.

BRA - BIT SU3, 21 Jts HWDP, 704.74'. Logs run:

DIL/Sonic 6105' - 6565'

Sonic 6105' - 5900'

LDT/CNL 6100' - 6565'

CNL . 6060' - 5900' (Bridge @ 6060')

CNL 6139' -



O STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES Ternple A. Reynolds. Executive Director

Oil, Gas & Mining Blonne R. Nielson, Ph.D.. Division Director

4241 Stote Office Building •Solt Loke City. UT84114•801-533-5771

July 6, 1984
ca

Harper Oil
P.O. Box 5928 TA
Denver, Colorado 80217

Gentlemen

SUBJECT: WELLNO. TENNECOBLANDINGUNIT #8-16

This letter is to advise you that this.office has not yet received
a "Sundry Notice" indicating the operator name change from Buckhorn
Petroleum Campany to Harper Oil on Well No. Tenneco Blanding Unit #8-16,
API #43-037-30964, Sec. 8, T. 363., R. 22E., San Juan County, Utah

Our records also indicate that you have not filed the monthly drilling
report on this well for the month of May 1984. We have enclosed the
proper forms for your convenience in bringing this well into compliance.

Thank you for your prompt attention to these matters.

Sincerely

Claudia L. Jones
Well Records Specialist

c1j
Enclosure

cc Dianne R. Nielson
Ronald J. Firth
JVlhenR. Baza

on equoi opportunity employer - pleose recycle
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AECEIVED

45000 JUL20 1984
1 Harper 011Company

Rocky Mountam DIVision
F OIL

Dome Tower; Suite 12oo GAS& MINING1625 Broadway
R O. Box 5928, T.A.
Denver, Colorado 80217
(303) 825-4771

July 18, 1984

State of Utah
Department of Natural Resources

Oil, Gas & Mining
4241 State Office Building
Salt Lake City, UT 84114

Attn: Ms. Claudia L. Jones, Well Records Specialist

Re: #8-16 Tenneco Blanding Unit, SE SE Sec 8 T36S R22E, San Juan County

Dear Ms. Jones:

In response to your letter dated July 6, enclosed is a Sundry Notice which

provides for the Change of Operator from Buckhorn Petroleum Company to

Harper Oil Company.

You indicated that you had not received the monthly drilling report for

May, 1984. Drilling activity ended on April 30, and therefore, there was

no drilling report for the month of May. Copies of the Completion Report

and a Sundry Notice reporting that the well had been temporarily abandoned

for re-evaluation for possible redrill/salt water injection, were forwarded

to you on June 1, 1984.

If you have any questions or require further documentation, please do not

hesitate to contact me.

Very truly yours,

HARPER OIL COMPANY

Sally L DuVall

Enc.
/sd

MIDCON



FormOCC-lb SEst i Titti1.10 \\T

STATE OF UTAH (0 instruenon, on
reverse sul )

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING . LBABB DEsiONATION 4NO SERIAL NO.

SUNDRYNOTICESAND REPORTSON WELLS
Do not use this to o r a e o eepen rp ubt b k e diRerent reservoir.

HARPER OIL COMPANY, Successor by Merger to

P O. Box 5928 T.A. Denver CO 80217 8-16

810 ' FSL & 695 ' FEL (SE SE) 11. see.. s., s., u.. os ar.s. ana
GUSTST OR ABBA

JUL 2 0 1984 SE SE Sec 8 T36S R22E

14. PERMIT NO• 15. ELEVATIONS ($ÊW w or DF, BT, gg, ggg.) B. COONTY 05 PARIBM 1$. STATS

DIVISiON OF OIL San Juan Utah

te· CheckAppropnete BoxTo Indicate Natureo tice, sport, or QtherDate
NOTICS OF IWTENTION TO : SUsesqumNT 8570aT 07 :

TEST WATSB sgUT-GFP PULL 05 ALTER cas!NO WATES SHUT Orr REPAlatite WELL

FRACTURE TREAT MCLTIPLE COMPOV.TE FRACTURE TREATMENT ALTERING €Ag!NO

SHOOT OR ACIDESS ABANDON* SHOUTING on ACIDISING
ABANDONMEWT*

REFAIR WELL CIIANGE PLANs (Other) CHANGE OF OPERATOR X
(Nota: Report resulta of multiple completion on Wel

.A ('umpletion ur Recompletton Report and Log form.)

17. DESCRing rnnposan na CuMt'LETF.D OPenATroNs (Clearly state nit pertinent details, and give pertinent dates, inetuding estimated date of starting any

proposed work. It well is direotionaUy drilled, give subsurface loestions and measured and true vertical depths for all naarkers and nones perti-

nons to this work.) •

Effective May 1, 1984, Buckhorn Petroleum Company and Harper Oil Company,
wholly-owned subsidiaries of Midcon Corporation, merged to become Harper Oil
Company .

ÏÊ. I Íterebycert the foregoing is true and correct

BIGNED f TITLE OpeTations Mana9 Y DATE .Tnly 1A 14AA

(Tbte space for Federal or Sta oSA use)

AP""^VED ST TITLE DATE

Colon.. 5 OF APPROVAL, 17 ANT:

*SeeInstructionson Reverse



RECEfVED ·

Harper Oil Company
Rocky Mountain Division DIVISION OF OIL

Dome Tom Suite 12oo GAS & MINING
1625 Broadway
RO.Box5928,T.A.
Denver, Colorado 80217
(303)825-4771 August 7, 1984

State of Utab
Department of Natural Resources
Oil, Gas & Mining
4241 State Office Building
Salt Lake City, UT 84114

Attn: Ms. Claudia L. Jones, Well Records Specialist

Re: #8-16 Blanding Unit, SE SE Sec 8 T36S R22E, San Juan County
Completion Report and Sundry Notice

Dear Claudia:

In response to your telephone call today regarding the Completion Report
and Sundry Notice missing from your files, enclosed are three copies of

same.

If I can help you further, please do not hesitate to contact me.

Very truly yours,

HARPER OIL CGŒANY

Sally DuVall

Enc.
/sd

liliÑYl
MmcON



UNlT 3 STATES soeurt m »vruc Ts• eo

• DEPARTMENT F TH E 'INTERIOR s. Lex.= »..soss=>ox ano .=ax, so.

GEOLOGICAL SURVEY U-23141

WELL COMPLETIONOR RECOMPLETIONREPORTAND LOG *
6. w BDM, mm on W No

la. ÌYPÈ ÒÝWELL: OIL GAs -

,,

WELL WELL DaT Other
.. UNrr acammusst Naus

à TYPE OF COMPLETioN:
Blanding Unit

EL
OVEnRR U• O RO "?.'u.O ots., s. - •• - -

2. star or orraaron HARPER OIL COMPANY, Successor by Merger to .
Tenneco Blanding Unit
9. WELL NO,

Buckhorn PetToleum Company
3. ADDRESS OF OPERATOR RECEtVED " 16

10. TIELD AND POOL, OR WILDCAT

P.O. Box 5928 T. A. , Denver CO A0717
4. LocATIoN or wtLL (Report location clearly ond in acceròance soiti ony ßtate reguiremente)* WilÒCat/ISmay

Atsurtaea 810' FSL & 695' FEL (SE SE) AUG 9 19µ ».ge y....ox.coexa».car=T

At top prod. interval reported below Same Sec 8 T36S R22E
DIVISION OF OIL

At total depth Same
14. Praart No. Ë1A$NÛ 12. coeurt on la. star:

API 43-037-30964 3-30-84 Sa uan Utah

16. DATE BPCDDED 16. DATE T.D. RF.ACHËÞ 2Î. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DT, BEB, RT, GE, ETC.)s 19. ELET. CASINGREAD

4-10-84 4-30-84 T & A'd 5-19-84 6530' KB ---

20. TOTAL DEFTE, MD a TVD 21. FLUG. BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTESTALS ROTART TOOLS CABI.E TOOI.B

BOW MANT' DBILLED BT

6389' 6335' N/A \0' - 6389' | ---

24. PRODUCING INTERVAL(S). OF TEIS COMPLETION--TOP, BOTTOM, NAME (MD AND TTD)* 25. WAS ÞIBECTIONAL
SCETET MADE

6072' - 6081' - Ismay Deviation

8. I CASING RECORD (Report all stringe set in well)

CARINO 835E WEIGRT, LB./FT. DEPTS SET (MD) NOLE SIEE CEMENTING RECORD AMOUNT POLLED

16" Conductor 40 '

9-5/8" 36#K-55ST&Ç 565' l 3-2/4· %nn ey ri ••»nv r Hver
5-1/2" il7#N-80LT&C 6380' 8-3/4" 600 sN Cl "F" W/Mclitivm ---

29. LINER RECORD ' 80. TUBING RECORD

81EE TOP (MD) BOTTOM (MD) SACKB CEMENT• BCamEN (MD) 01EE DEPTR BET (MD) PACEEB BET (MD)

N/A
' N/A 5877'

Šl. rzaroaATaoN nacomo (Intervoi, site end number) 82. ACID, SHOT. FRACTURE. CEMENT SOVEEZE. ETC.

6072-75' 7' 2 spf, 4' gun, 16 holes DEPTE INTERTAL (MD) AMOUNT AND EIND OF MATERIAL OBED

6077-81' (squeezed - see back for details)A072'-60R1' 700 mal >Aa wr] w/7 nai mi-An

3 gal Ip-Sy f 259, 1/2 gal H ,

6071-74' - 3' 2 spf, 4' gun, 7 holes 7 gal FE-).A,
5071'-6074' 300 gal ßal). ?? Aciç3

33.'
PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METROD (Flotoing, pas lift, pumping-eise and type of pump) wzLL st170s (Productag or
abst•6n)

N/A Swabbed T & A'd

DATE OF TEST NOCES TESTED CHOEE BIZE PROD'N. FOR 010-BEL. GAS-MCT. WATER•-BBL. .
OAB·OIL BATIO

Ttat PERIOD I I

5-19-84 12 N/A ) 5 \ tstm j 170 N/A

FLOW. TURING PRESS. CASING PREBBURE CALCULATED OIL-BEL. GAS-MCF. WATER-BEL. DIL ORATITY•API (CORE.)

24-8008 RATE

N/A N/A ) 5 tstm 170 N/A

34. DISPOSITION Or osa (Sold, used for -fusi, vented, etc.) TzsT WITNasamp at

Vented
35. LIST 07 ATTACEMENTS

. 86. I hereby cert b for ttaebed information is complete and correct as determined from all available records

SIGNED TITLE eraSORS Manager vars June 1, 1984

*(Seelustructionsand Spacesfor Additional Data on ReverseSide)
Cop o SWe of RU G
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8-16 Blanding Unit
SESE Sec 8, T36S, R22E

Core 1 6026 - 6043 Driller * (used here)
6018 - 6035 Logger

*6026 - 6037 Limestone Dk-gy-br, arg, vf, x1n,
scattered blocky sparite, no vis
porosity, no show

6038 - 6042 Anhydrite, white-gray, course xln

6043 Limestone, dk-gy-brn, arg, vf x1n,
scattered blocky sparite, no porosity,
no show

Core 2 6044 - 6075 Driller
6036 - 6067 Logger

6044 - 6056 Limestone, dk-gy-brn, vf x1n, arg,
scattered thin lam of anh & mudstone,
occ clear blocky sparite, no porosity,
no show

6056 - 6066 Limestone, AA, scattered opened and
closed vert fractures, and styolites.

6067 - 6075 Limestone, dk-gy-brn, vf x1n, arg, occ
blocky sparite, no porosity, no show

Core 3 6075 - 6120 Driller
6067 - 6112 Logger

607.5 - 6080 Limestone, lt-gy-brn, vf x1n, sucrosic
texture, arg, scattered blocky sparite.
Some open and closed vert fractures.
Blue-gr fluor on fracture surface at
6079. No Vis porosity.

6081 - 6083 Limestone, med-gy-brn, leached oolitic
texture, abundant lt brn oil stain, bright
blu-grn fluor, strong ordor of hydorcarbons
good oomd1dic porosity and poor interx1n
porosity.

6084 - 6085 Limestone, lt-gy-brn,.vf xln, sucrosic
texture with 1" vertical zone of breccia.
Abundant infill of breccia by blocky
sparite, fair intra sparite porosity with
oil show and blu-grn



' 6086 - 6093 Limestone, lt-gy-brn, vf x1n, suçrosic -

texture, abundant leached alga pçrosity
with brn oil stain and bright blu-gra

fluor. Fluor becomes rare in 6093
sample. Good leached algo porosity.

6094 - 6120 Limestone AA. Partial infill of algo
porosity by clear sparite. Oil stain
and fluor becoge rare to not present.
Fair algo poropity.

Core 4 6307 - 6337 Driller
6305 - 6329 Logger

6307 - 6311 Anhydrite

6311 - 6326½ Limestone dk-gy-brn, dolomitec, arg,
vf xln, abundant brack frag. 6315 -

6317½ bleeding oil on shale lam. No

vis porosity.

6326½- 6331 Shale, blk, marly smooth, fissile
(akah)

6331 - 6333 No



tu MDOJUN04 1984

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-23141

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to erill or to omepen or plug back to a different Blanding Unit
reservoir. Use Form 9-2:34 for.such proposals.) 8. FARM OR LEASENAME

Tenneco Blanding Unit1. o E¶, O other 9. WELL NO.
2. NAME OF OPERATOR HARPER OIL COMPANY, Successor #8-16

by Merger to Buckhorn Petrolepp Comoanv 10. FIELD OR WILDCAT NAME
3. ADDRESS OF OPERATOR · Wildcat/Ismay

P.O. Box 5928 T.A· r Denver, CO 80217 11. SEC., T., R., M., OR BLK. AND SURVEY OR
4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) SE SE Sec 8 T36S R22E
AT SURFACE: 810' FSL & 695' FEL (SE SE) 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: Same San Juan .

Utah.
AT TOTAL DEFTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TD INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TŒ. SUESEQUENT REPORT OF:
TEST WATER SHUT-OFF O O
FRACTURE TREAT O O RECEIVED
SHOOT OR ACIDIZE O O
REPAIR WELL O O mom menon me:2 e om, e.me.com o, zon.
PULL OR ALTER CASING O O AUG 9 1984 ="'"='°"' -*-"°·>

MULTIPLE COMPLETE O O
CHANGE ZONEs O O
ABANDON' O O DIVISION OF OIL
(other) Temoorary Abandonment GAS & MINING

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly siste all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsur¾ace locations and
rnessured and true vertical depths for all markers and zones pertinent to this work.)*

This well has been temporarily abandoned and is being re-evaluated for possible
redrill/salt water injection.

Well was plugged back at 6311' and packer set at 5877',

Subsurface Safety Valve: Manu. and Type 41 Ft.

18. I hereb ify that the foregoing is true and correct

sicuro ßŠ r , , TivetOcerations Manager este May 31, 1984
& NA¡sh, .7 ti B /

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL IF AWY: | /

"See Instructions on Reverse Side

OPCM



STATEOF UTAH Normon H. Bangerter, Governor

NATURALRESOURCES Dee C. Hansen, Executive Director

Oil, Gas & Mining
Dianne R. Nielson. Ph.D., Division Director

355 W. North Temple • 3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203 · 801-538-5340

March 12, 1985

Harper Oil Company
PO Box 5928 TA
Denver, Colorado 80217

Gentlemen:

Re: Well No. Tenneco Blanding Unit 8-16 - Sec. 8, T. 365.,, R. 22E

San Juan County, Utah - API #43-037-30964

According to our records a "Well Completion Report" filed with

this office June 1, 1984 on the above referred to well indicates the

following electric logs were run: CBL w/GR & VDL. This office has

not yet received these logs.

Please take care of this matter as soon as possible, but not

later than April 12, 1985.

Your cooperation in this matter is appreciated.

Sincerely,

Pam M. Kenna
Well Records Specialist

cc: Dianne R. Nielson
Ronald J. Firth
John R. Baza
File

0123S/5

an equal opportunity



O STATEOF UTAH Norman H. Bangerter, Govemor
NATURALRESOURCES Dee C. Hansen. Executive Director
Oil, Gas & Mining Dionne R. Nielson, Ph.D., Division Director

355 W. North Temple • 3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203 • 801-538-5340

October 4, 1985

Harper Oil Company
P.O. Box 5928 TA
Denver, Colorado 80217

Gentlemen:

Re: Well No. Tenneco Blanding Unit 8-16 - Sec. 8, T. 36S., R. 22E.
San 3uan County, Utah - API #43-037-30964

According to our records a "Well Completion Report" filed withthis office 3une 1, 1984 on the above referenced well indicates the
following electric logs were run: Cement Bond Log. This office hasnot yet received these logs.

Please take care of this matter as soon as possible, but not
later than October 18, 1985.

Your cooperation in this matter is appreciated.

Sincerely,

Pam Kenna
Well Records Specialist

Enclosure
cc: Dianne R. Nielson

Ronald 3. Firth
3ohn R. Baza
File

01705/24

an equal opportunity



wm 31 U D STATES SUBMIT IN g de Form a rowed.

ay 1903) (Other instructi te Budget ereen No. 48-R1424.

DEPARTME OF THE INTERIOR Tergegige) 5. LEASE DBUt0NATION AND BUSI&L

- - GEOLOGICAL SURVEY U-23141

SUNDRYNOTICESAND REPORTSON WELLS
" '' ' ''^° "" °

(Do not use this form for pronosals to drill or to deepen or plug back to a diŒerent reservoir.
Use "APPIJCATION FOR PERMIT--" for auch proposala.)

1.
7. UNIT AGEBEMENT NAME

*w'.LO °?.".... O esas. TA Blanding Unit

. NAME OF OPERATOR
S. FAant 05 LEAaz NAME

Harper Oil Company Tenneco Blanding Unit

8. Anossas OF OFERATOR
9. WELL NO.

P.O. Box 5928 T.A., Denver, CO 80217 8-16

4. LOCATION or «sLL (Report location clearly and in accordance with any State requirements.• 10. rlELD AND POOL, 05 WILDCAT

See also space 17 below.)
At surtae• Ismay / Wildcat

11. SEC.. T., E., M., OR BLE. AND

SE/4 SE/4 (810' FSL & 695· FEL) soavar on assa

Sec 8-365-22E

14. PERMIT NO. 15. EtÆVATIONa (Show whether Dr. RT, an, ete.) 12. COUNTT 08 PARISE 18. BTATE

API #43-037-30964 6517' G.L. San Juan Utah

ze· CheckAppropriate BoxTo Indicate Nature of Notice, Report,or OtherData
NOTICE OF INTENTION TO: 50BSEQUENT REPORT 07:

TEST WATER BROT•OFF PULL OB ALTER C.45tNG WATER SBUT4FP BEPAIRING WELL

FRACTORE TREAT MULTIPLE COMPLETE FRACTURE TREATHENT ALTREING CASING

BHOOT OR ACIDEER ABANDON• KX> SROOTING OR ACIDIEING ABANDONNENT*

REPAIR WELL CRANGE PLans (Other)
(Notz: Report results of multiple completion on Wel

(Other) -
Completion or Recompletton Report and Log form.)

17. DESCRIBE PROPOSED OR CO.ifPLETED OPERAT!oNs (Clearly state all pertinetit details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertt-

nent to this work.) *

This well is currently T&A'd in the same status as shown on the Well Completion

Report dated 6/1/84. Harper Oil Company plans to P&A the well and restore the surface.

The proposed procedure for abpndonment is attached for your approval. We would like to

begin the work first half of July, 1985.

DIVISIONOF

DAX --

CAS&MINING

18. I hereby cer ‡ th fore true and correct

SIGNED
hn Dolezal TITLE Drilling Specialist pagg June 11, 1985

Phi pa F or Sta a

TITL DATE

CONDITIONS OF Á ROVAL, ANY:

*S.. Instructionson Reverse



HARPER OIL COMPANY
PLUGGING PROCEDURE

No. 8-16 Blanding Unit
Sec" 16-T36S-R22E

San Juan County, Utah

1.) Move in and rig up completion unit.

2.) Pick up 2-7/8" tubing and trip in hole.

3.) Set 100' cement plug across perfs (6071'-6074') from 6020'-6120'.

4.) Trip out with tubing.

5.) Rig up wireline truck, run free point, cut off casing (+/-3500').

6.) Pull 2-3 joints of casing.

7.) Trip in hole with tubing and set 100' plug, 50' in and 50' out of
casing stub, trip out with tubing.

8.) Pull remainder of casing.

9.) Trip in hole with tubing and set 100' plug across base of surface
casing at 565', plug at 515'-615'.

10.) Put 50' plug at the surface.

ll.) Cut off 9-5/8" surface casing 3' below ground level and install dry
hole marker.

12.) Rig down and move out completion unit, load out all equipment,
restore surface location to surface owner's
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SUNDRYNOTICESAND REPORTSON WELLS
6. W INDEM. AI.LOTTES.OB ix-ENÊ

(Do not use this term for gropeenis to drill or to deepen or plug back to a diŒerent reserroir. -
·

Use "APradCATION FOlt PERMIT-' for such propoemis.)

1. 7. UN3T AGENEMBET NAME

s.r. Ü w r.se O orama. Blanding Unit

2, Naus or orsaatoa 8. raan on r.sasa xxxs-

MIDCON CENTRAL EXPLORATION Blanding-Unit

3. ADDRESS OF OPERATOR ' 9. WELI. NO.

c/o Apache Corp., 1700 Lincoln, Ste 4900, Denver 8-16

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.• 8 U2 U3 - 10. FEBl.D AND POOL, 08 WII.DCAT
See also space 17 below.)
at.urrae• 4549 Wildcat/Ismay

11. sac., T., s., x;, os at.z. Ann

SE/4 SE/4 810' FSL & 695' FEL acavarosamma

8, T36S, R22E

14. raanst No. 15. ELEVATIONS (Show whether or, at. ca. ete.) 12. COUNTT 08 PARISE 18. STATE

API 43-037-30964 6512' GR San Juan Utah

te· CheckAppropriate BoxTo indicate Nature of Notice,Report,or OtherDato
NOTICE OF INTENTION TO: SURESQUENT REPORT 07:

TEST WATER BEUT•Orr PCLL OR ALTER CASING WATER BRUT<79 BEFAIBING WELL

FRACTURE TREAT MULTIPLE COMPLETE PRACTUma TERATHENT ALTERING CASING

SHOOT OB ACIDIZE ABANDON* BROOTING OB ACIDIZING . ABANDONMBUT. X

BEPAIR WELla CHANGE PI.ANS (Other)
(Nots : Report resnits of multiple completion om Web

(Other) Completion or Recompletion Report and tor-.) -

17. DESCRIBE PROPOSED OR COtfPLETED OPERATIONs (Clearly state all pertinent details, and give pertinent dates, including estimated datest starting any
proposed work. It well is directionally drilled, give subsurface locations and measured and true vertical depths tot all markers.and sones perth
nons to this work.) •

Plugged well as follows:

1) Spotted 25 sk cmt plug from 6020-6120' across perfs from
6071-6074'.

2) Shot off 5-1/2" esg at 1050'. TOOH w/1050' 5-1/2" 17#, N-80 esg.

3) TIH w/tbg to 1050' and spotted a 30 sk cmt plug (50' in and 50' out)

across top of esg stub.

4) Pulled tbg to 615'. Spotted 30 sk cmt plug from 615-515'

(50' above and 50' below surface casing shoe. Finished POOH
with tubing.

5) Cut off wellhead. Dumped 5 sks cmt in esg at surf. Installed

dry hole marker. Well P&A'd 8-7-85.
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